










SCA Module  |  section unit

 LM                                  Wattage  Order No.              LVK lb

 HIT-TC-CE / G .   x  W ° PRI SCA .  ECG 
 HIT-TC-CE / G .   x  W ° PRI SCA .  ECG 

 QT  / GY .   x max.  W °  Transformers  
 HIT-TC-CE / G .   x  W ° PRI 

SCA .
 ECG  

 QT  / GY .   x max.  W °  Transformers  
 HIT-TC-CE / G .   x  W ° PRI 

SCA .
 ECG  

 QT  / GY .   x max.  W °  SCA .  Transformers 

 QR  / G   x max.  W  SCA . Transformers 

11.6
11.6

14.5

14.5

14.5

13.4

SCA Module  |  section unit

 LM                                Wattage  Order No.                LVK lb

 HIT-TC-CE / G .   x  W ° PRI SCA .  ECG 
 HIT-TC-CE / G .   x  W ° PRI SCA .  ECG 

 HIT-TC-CE / G .   x  W ° PRI SCA .  ECG 
 HIT-TC-CE / G .   x  W ° PRI SCA .  ECG 

 QT  / GY .   x max.  W °  SCA .  Transformers 

 QR  / G   x max.  W  SCA . Transformers 

17.8
17.8

17.6
17.6

16.5

16.5

EC-CT-TIHEC-CT-TIH QT QT

 36.4”

42.4”

IP

IPUV filter

UV filter

Lighting Systems | Scene®  SCA

120V
12V

60 Hz

120V
12V

60 Hz



SCA Module  |  section unit

 LM                                 Wattage  Order No.             LVK  lb

 HIT-TC-CE / G .   x  W ° PRI SCA .  ECG 
   x  W ° PRI SCA .  ECG 

 QT  / GY .   x max.  W °  SCA .  Transformers 

 QR  / G   x max.  W  SCA . Transformers 

 QT  / GY .   x max.  W °  
 HIT-TC-CE / G .   x  W ° PRI 

SCA .
 ECG 

 QT  / GY .   x max.  W °

Transformers

Transformers  
 HIT-TC-CE / G .   x  W ° PRI 

SCA .
 ECG 

 HIT-TC-CE / G .   x  W ° PRI SCA .  ECG 

22.3
22.3

13.2

12.1

22.7

22.7

22.7

SCA | Module  | T

 LM                             Wattage  Order No.               LVK  lb

 T  / G   x  W  SCA .   ECG 

 T  / G   x  W    ECG
 QT  / GY .  x max.  W °  

SCA .
  Transformers 

 T  / G   x  W    ECG
 QR  / G   x max.  W  

SCA .
 Transformers 

 T  / G   x  W  SCA .   ECG 

7.7

15.8

12.8

18.9
 HIT-TC-CE / G .   x  W ° PRI    ECG

Accessories  Glass pane frosted  SCA .  

HIT-TC-CEQT QT HIT-TC-CE

48.5”

24.3”

44.7”

68.9”

IP

IP

· pendant luminaires for direct-indirect illumination

UV filter

UV filter

Lighting Systems | Scene®  SCA

120V
12V

60 Hz

120V
12V

60 Hz
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SCA | lighting modules | spotlights | -lamp

 LM                            Wattage  Order No.                  LVK 

 QT  / GY .   x max.  W °  SCA .  Transformers
 UV filter

 QR  / G   x max.  W  SCA . Transformers

 HIT-CE / G   x  W ° PRI SCA .  ECG
   x  W ° PRI SCA .  ECG

SCA | lighting module  |  T

 LM                        Wattage                            Order No.                LVK 

 T  / G   x  W  SCA .   ECG

Accessories   Glass pane frosted SCA .  
   Diffusor perforated SCA .

SCA | profile made to measure  | pendant

 Order No.  SCA /...  Length  as requested
      e.g.  SCA /

      for module SCA .

SCA | lighting modules  | spotlights  | -lamp

 LM                                   Wattage  Order No.                   LVK  lb

 HIT-TC-CE / G .   x  W ° PRI SCA .   ECG 
 UV filter  x  W ° PRI SCA .   ECG 

 HIT-CE / G   x  W ° PRI SCA .   ECG 
 UV filter  x  W ° PRI SCA .   ECG 

 HST-CRI / GX -   x  W ° PRI SCA .   ECG 
 UV filter  x  W ° PRI SCA .   ECG  Food

 QT  / GY .   x max.  W °  SCA .   Transformer 
 UV filter

 QR  / G   x max.  W  SCA . Transformer 

3.7
3.7

4.6
4.6

4.6
4.6

3.5

3.5

Scene® SCA made to measure and supplied fully assembled

12.1”

18.2”

44.7”

 support rail profiles (pair) made from high-grade  
aluminium for pendant mounting
 empty profile can be fitted individually with  
light modules, fully assembled
 steel cord suspension, feeder, longitudinal connectors  
and end covers available as accessories
color: silver, RAL

�

�

�

�

120V
12V

60 Hz IP

IP

IP

light head moves in all directions via gimbals
 covers made from metal, light heads made from  
die-cast and aluminium
specular reflector made from highest-grade aluminium
 PRI reflector technique for glare-free light and  
maximum luminous efficiency
easy relamping
 ECG or electronic transformer integral
color: silver, RAL 

fl
fl

fl
fl

fl
fl
fl

 basic module without cover for direct-indirect illumination
covers made from metal
easy relamping
 electronic transformer integral, light module ready for connection
 glass pane satinated or diffusor perforated, available as  
accessories
color: silver, RAL 

fl
fl
fl
fl
fl

fl

UV filter

UV filter

7.5”
1.6”

0.8”

Lighting Systems | Scene ®  SCA  | Step by step…

120V
12V

60 Hz

120V
60 Hz



SCA | blank module  Order No.   SCA 

Accessories

SCA | loudspeaker module  Order No.   SCA 

SCA | glass pane satinated  Order No.   SCA .

SCA |  diffusor perforated  Order No.   SCA .

SCA | end covers  Order No.   SCA 

SCA | longitudinal connectors  Order No.  SCA 

SCA | suspension set  Order No. Length

 SCA  
 SCA .  
 SCA .  

SCA | feeder

blank module made from metal
color: silver, RAL 

�
�

blank module for loudspeaker
 module with round outlet (Ø =  4.7”)  
made from metal
colour: silver, RAL 

�
�

�

toughened safety glass sand-blasted
fastening accessories included
suitable for basic module SCA .

�
�
�

diffusor perforated made from metal
for reduction of the direct light share
fastening accessories included
suitable for basic module SCA .
color: silver, RAL

�
�
�
�
�

end covers (pair) made from aluminium
color: silver, RAL 

�
�

 longitudinal connectors (pair) to connect 
SCA support rails, made from metal

�

 height adjustable Y-steel cord suspension  
-fold, length: 59.1”, ceiling fastening  

included
variably movable in longitudinal direction

�

�

 ceiling feeder ready for installation, with 
strain relief and white plastic rose

 cable transparent, ready for connection, 
0.1 x 0.03in , length:  59.1”

�

�

Ø2.6”
0.9”

 Order No. Length

 SCA  
 SCA .  
 SCA .  

59.1”
118.1”
196.9”

59.1”
118.1”
196.9”

Lighting Systems | Scene ®  SCA  | Step by step…



SCI-System

The SCI system is a result of further deve-

lopment of the SCS system. The system 

hovers with ease within the room and 

transports light to the place where it is  

needed. The wiring runs through the  

support rail. Additional supply wires may  

be integrated in the rails. This system  

allows a multitude of possibilities for 

today’s office illlumination. 
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SCI | profile made to measure  | pendant

 Order No.                      Length L                            lb

SCI .   
SCI .   
SCI .   
SCI .   

39.4”
78.7”
118.1”
157.5”

3.7
7.3
11.0
14.7

SCI /...   Special length

SCI | lighting modules  | spotlights  | -lamp

 LM                                        Wattage  Order No.                     LVK 

 QR  / G   x max.  W  SCI . .  Transformer

 QT  / GY .   x max.  W °  SCI . .   Transformer
 Safety glass ° PRI SCI . .   Transformer

 HIT-CE / G   x  W °  SCI . .   ECG
 UV filter   ° PRI SCI . .   ECG

   ° PRI SCI . .   ECG

 HIT-CE / G   x  W °  SCI . .   ECG
 UV filter  ° PRI SCI . .   ECG

   ° PRI SCI . .   ECG

 HST-CRI / GX -   x  W °  SCI . .   ECG
 UV filter  ° PRI SCI . .   ECG
 Food

 HST-CRI / GX -   x  W °  SCI . .   ECG
 UV filter  ° PRI SCI . .   ECG
 Food

13.4”

7.9”

10.3”

7.9”
2.7”

1.2”

120V
12V

60 Hz IP

 support rail profiles (pair) made from high-grade  
aluminium, for pendant mounting
 empty profile individual fittable with light modules,  
no-tool fastening
 steel cord suspension, connectors and end covers  
available as accessories
color: silver, white, RAL 

�

�

�

�

light head rotates through ° and pivots through ° via gimbal
no-tool fastening and adjustment of the lighting module in support rails
easy relamping
 housing made from high-grade aluminium, light head made from  
die-cast and aluminium
specular reflector made from highest-grade aluminium
 PRI reflector technique for glare-free light and  
maximum luminous efficiency
ECG or electronic transformer integral, -pole connection box
color: silver, white, RAL 

°
°
°
°

°
°

°
°

 LM                                   Wattage  Order No.                LVK  Length L

 QR  / G   x max.  W  SCI . .  Transformer 

 QT  / GY .   x max.  W °  SCI . .   x  Transformer 
 Safety glasses   ° PRI SCI . .   x  Transformer 

 HIT-CE / G   x  W °  SCI . .   x  ECG 
 UV filter  ° PRI SCI . .   x  ECG 

   ° PRI SCI . .   x  ECG 

 HIT-CE / G   x  W °  SCI . .   x  ECG 
 UV filter  ° PRI SCI . .   x  ECG 

   ° PRI SCI . .   x  ECG 

 HST-CRI / GX -   x  W °  SCI . .   x  ECG 
 UV filter  ° PRI SCI . .   x  ECG 
 Food

 HST-CRI / GX -   x  W °  SCI . .   x  ECG 
 UV filter  ° PRI SCI . .   x  ECG 

20.9”

20.9”
20.9”

20.9”
20.9”
20.9”

20.9”
20.9”
20.9”

24.2”
24.2”

24.2”
24.2”

 Food

Accessories Filter for bakery products FB .  Filter for meat & sausage products FF .

SCI | lighting modules | spotlights | -lamp

  L

7.9”

UV filter

 
safety
glass

Lighting Systems | SCI-System  | Step by step…



SCI | lighting modules  | with specular louvre

 LM                      Wattage                Order No.  LVK                 Length L

 T  / G   x  W SCI . .  ECG 
   x  W SCI . .  ECG 
   x  W SCI . .  ECG 
   x  W SCI . .  ECG 
   x  W SCI . .  ECG 

39.4”
27.6”
51.2”
39.4”
51.2”

 LM                   Wattage      Illumination            Order No.  LVK         Length L

 T  / G   x  W  direct SCI . .  ECG 
  x  W  direct SCI . .  ECG 
  x  W  direct SCI . .  ECG 
  x  W  direct SCI . .  ECG 
  x  W  direct SCI . .  ECG 
  x  W  direct SCI . .  ECG 

 T  / G   x  W  direct / indirect SCI . .  ECG 
  x  W  direct / indirect SCI . .  ECG 
  x  W  direct / indirect SCI . .  ECG 
   x  W  direct / indirect SCI . .  ECG 
   x  W  direct / indirect SCI . .  ECG 
   x  W  direct / indirect SCI . .  ECG 

27.6”
63.0”
39.4”
63.0”
51.2”
63.0”

27.6”
63.0”
39.4”
63.0”
51.2”
63.0”

7.9”

L

7.9”

L

IP

IP

120V
60 Hz

lighting module for direct illumination
 no-tool fastening and adjustment of the 
lighting module in support rails
 housing and highly polished louvre made from  
high-grade aluminium
ECG integral, -pole connection box
color: silver, white, RAL 

�
�

�

�
�

SCI | lighting modules | with acrylic cover

lighting module for direct and direct-indirect illumination
 no-tool fastening and adjustment of the 
lighting module in support rails
housing made from high-grade aluminium
 cover for direct illumination part made from acrylic opal,  
for indirect illumination part acrylic frosted
ECG integral, -pole connection box
color: silver, white, RAL 

�
�

�
�

�
�

SCI | loudspeaker module

 blank module for individually fitting with 
a loudspeaker, with connection box
 no-tool fastening and adjustment of the  
lighting module in support rails
housing made from high-grade aluminium
color: silver, white, RAL 

�

�

�
� 11.0”

7.9”

 Order No.

 SCI .   without loudspeaker

NEW

Lighting Systems | SCI-System  | Step by step…

120V
60 Hz



SCI | end cover  Order No.  SCI .

SCI | suspension set

SCI | longitudinal connector  Order No.  SCI .

SCI | °-connector  Order No.  SCI .

SCI | °-connector  Order No.  SCI .

end cover made from high-grade die-cast
fastening accessories included
colour: silver, white, RAL 

�
�
�

 height adjustable steel cord suspension  
-fold, different lengths, ceiling  

fastening included
 in longitudinal direction variably  
movable

fi

fi

 for longitudinal connection of  
SCI support rails
made from high-grade die-cast
fastening accessories included
colour: silver, white, RAL 

fi

fi
fi
fi

 profiles with ° angles (pair) made  
from high-grade aluminium, 
for pendant mounting
  x longitudinal connector 
SCI .  included
colour: silver, white, RAL 

fi

fi

fi

 profiles with ° angles (pair) made  
from high-grade aluminium, 
for pendant mounting
  x longitudinal connector 
SCI .  included
colour: silver, white, RAL 

fi

fi

fi

 Order No.  Length

 SCI . /   
 SCI . /   
 SCI . /   
 SCI . /   

 2 x 55.1” (pair)
2 x 118.1” (pair)
2 x 196.9” (pair)
2 x 393.7” (pair)

Lighting Systems | SCI-System  | Step by step…



The SCS system can be integrated in rooms 

· in most diverse variations 

· with different light sources 

· suspended on steel cords. 

The Modules are individually exchangeable 

and movable on the rails. 

This concept provides for optimal freedom 

for the planner for ambient and accented 

illumination. 

SCS-System
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SCS | profile made to measure  | pendant

 Order No.                     Length L                           lb

SCS .   6.6
13.2
19.8
26.4

SCS .   
SCS .   
SCS .   

39.4”
78.7”
118.1”
157.5”

SCS /...   Special length

SCS | lighting modules | spotlights  | -lamp

 LM                                  Wattage  Order No.                      LVK lb

 QR  / G   x max.  W 6.2

5.3
5.3
5.3

5.3

5.5
5.5
5.5
5.5

5.5
5.5
5.5

5.5
5.5
5.5

 5.9
 5.9
 5.9
 5.9

 9.0
 9.0

  SCS . .  Transformer 

 QT  / GY .   x max.  W °  SCS . .   Transformer 
 UV filter   °  SCS . .   Transformer 
   ° PRI SCS . .   Transformer 

 HIT-CE / G   x  W °  SCS . .  E   ECG 
 UV filter   ° PRI SCS . .  E   ECG 
   ° PRI SCS . .  E   ECG 
   ° PRI SCS . .  E   ECG 

 HIT-CE / G   x  W °  SCS . .  E   ECG 
 UV filter   ° PRI SCS . .  E   ECG 
   ° PRI SCS . .  E   ECG 
   ° PRI SCS . .  E   ECG 

 HIT-TC-CE / G .   x  W °  SCS . .   ECG 
 UV filter   °  SCS . .   ECG 
   ° PRI SCS . .   ECG 

 HIT-TC-CE / G .   x  W °  SCS . .   ECG 
 UV filter   °  SCS . .   ECG 
   ° PRI SCS . .   ECG 

 HST-CRI / GX -   x  W °  SCS . .   ECG 
 UV filter   ° PRI SCS . .   ECG 
 Food 

 TC-TEL / GX q- -   x / /  W  SCS . .  E   ECG 
 

Accessories  Color filters: red FS /
     orange FS /
     green FS /
     blue FS /
     yellow FS /

  Filter for meat & sausage products FF .
 Filter for bakery products FB .
 Honeycomb louvre:  black ZBW  (not suitable for QR )

7.3”

Distance profile middle
9.5”

2.0”

1.9”

14.7”

1.9”

11.5”

14.7”

7.3”

 support rail profiles (pair) made from high-grade  
aluminium, for pendant mounting
 empty profile can be fitted individually with  
light modules, no-tool fastening
 steel cord suspension, longitudinal connectors 
and end covers available as accessories
color: silver, RAL 

�

�

�

�

light head moves in all directions via gimbals
 no-tool fastening and adjustment of the 
lighting module in support rails
easy relamping
 housing made from high-grade aluminium and metal, 
light head made from die-cast and aluminium
 specular reflector made from highest-grade aluminium
 PRI reflector technique for glare-free light 
and maximum luminous efficiency
 ECG or electronic transformer integral,  
with connection box
 special filters for bakery or meat & sausage products  
available as accessories
color: silver, RAL 

fl
fl

fl
fl

fl
fl

fl

fl

fl

IP

UV filter

Lighting Systems | SCS-System  | Step by step…

120V
12V

60 Hz



 LM                                Wattage  Order No.                  LVK lb

 QT  / GY .   x max.  W 6.2

6.2
6.2

7.5
7.5
7.5
7.5

7.5
7.5
7.5
7.5

7.5
7.5
7.5

7.5
7.5

7.5

°  SCS . .   x  Transformers 

 UV filter   °  SCS . .   x  Transformers 
   ° PRI SCS . .   x  Transformers 

 HIT-CE / G   x  W °  SCS . .  E   x  ECG 
 UV filter   ° PRI SCS . .  E   x  ECG 
   ° PRI SCS . .  E   x  ECG 
   ° PRI SCS . .  E   x  ECG 

 HIT-CE / G   x  W °  SCS . .  E   x  ECG 
 UV filter   ° PRI SCS . .  E   x  ECG 
   ° PRI SCS . .  E   x  ECG 
   ° PRI SCS . .  E   x  ECG 

 HIT-TC-CE / G .   x  W °  SCS . .   x  ECG 
 UV filter   °  SCS . .   x  ECG 
   ° PRI SCS . .   x  ECG 

 HIT-TC-CE / G .   x  W °  SCS . .   x  ECG 
 UV filter   °  SCS . .   x  ECG 
   ° PRI SCS . .   x  ECG 

Accesories  Color filters: red  FS /
  orange  FS /
  green  FS /
  blue  FS /
  yellow  FS /

  Honeycomb louvre: black  ZBW 

SCS  | lighting module  | wallwasher

 LM                                       Wattage          Order No.                       LVK  lb

 HIT-DE-CE / RX s  x  W  SCS . .  E   ECG  8.4
 

22.4”

11.5”

7.3”

1.9”

2.0”

16.0”

7.3”

light heads move in all directions via gimbals
 no-tool fastening and adjustment of the  
lighting module in support rails
 housing made from high-grade aluminium and  
metal, light heads made from die-cast and aluminium
 specular reflectors made from highest-grade  
aluminium
 PRI reflector technique for glare-free light  
and maximum luminous efficiency
easy relamping
 ECG or electronic transformers integral,  
with connection box
color: silver, RAL 

�
�

�

�

�

�
�

�

IP

 luminaire unit pivots out °, with continuous  
position detent
 no-tool fastening and adjustment of the 
lighting module in support rails
 lighting modul made from high-grade aluminium  
and metal
 reflector with matt structure made from highest-
grade aluminium, asymmetrical light distribution
toughened safety glass partly white matted
easy relamping
lamp with double socket 
ECG integral, with connection box
color: silver, RAL 

°

°

°

°

°
°
°
°
°

IP

UV filter

 
safety
glass

SCS  | lighting modules  | spotlights | -lamp

Lighting Systems | SCS-System  | Step by step…

120V
60 Hz

120V
12V

60 Hz



 Order No.                                                          Length L lb

SCS .   without loudspeaker 8.9” 1.3

8.9”

7.3”

SCS  | loudspeaker module

 blank module for individually fitting with 
a loudspeaker, with connection box
 no-tool fastening and adjustment of the  
module in support rails
 housing made from high-grade aluminium  
and metal
color: silver, RAL 

�

�

�

�
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SCS | lighting modules  | without diffusor

 LM                        Wattage                Order No.                  LVK  Length L

 T  / G   x  W  SCS . .   ECG 

   x  W  SCS . .   ECG 

SCS | lighting modules | with acrylic cover

 LM                      Wattage    Illumination             Order No.               LVK  lb        Length L

 T  / G   x  W  direct SCS . .   ECG   

   x  W  direct SCS . .   ECG   

   x  W  direct SCS . .   ECG   
   x  W  direct / indirect SCS . .   ECG   

 TC-L / G   x  W  direct SCS . .   ECG   

47.5”

35.7”

47.5”
47.5”

24.8”

8.4

7.0

8.4
8.4

4.4

SCS | lighting modules  | with specular louvre

 LM                      Wattage       Illumination          Order No.               LVK  lb           Length L

 T  / G   x  W 6.8
6.8

35.7”
35.7”

11.9
12.1

7.0

47.5”
47.5”

24.8”

 direct SCS . .   ECG 
   x  W  direct / indirect SCS . .   ECG 

   x  W  direct SCS . .   ECG 
   x  W  direct / indirect SCS . .   ECG 

 TC-L / G   x  W  direct SCS . .   ECG 

L

3.2”

L

3.2”

L

3.2”

L

3.2”

 LM                      Wattage                  Order No.                        LVK  Length L

 T  / G   x  W  SCS . .  G   ECG 

   x  W  

44.2”

56.0”

44.2”

56.0”

SCS . .  G   ECG 

lighting module for direct-indirect illumination
 no-tool fastening and adjustment of the lighting module in support rails
housing made from high-grade aluminium and metal
easy relamping
ECG integral, with connection box
color: silver, RAL

�
�
�
�
�
�

IP

IP

IP

IP

lighting module for direct-indirect illumination
no-tool fastening and adjustment of the lighting module in support rails
housing made from high-grade aluminium and metal
decorative toughened safety glass in sand-blast effect
easy relamping
ECG integral, with connection box
color: silver, RAL

�
�
�
�
�
�
�

lighting module for direct and direct-indirect illumination
no-tool fastening and adjustment of the lighting module in support rails
 highly polished specular louvre, adjustable  
(symmetrical / asymmetrical)
housing made from high-grade aluminium and metal
easy relamping 
ECG integral, with connection box
color: silver, RAL

�
�
�

�
�
�
�

lighting module for direct and direct-indirect illumination
no-tool fastening and adjustment of the lighting module in support rails
cover made from opal-white acrylic
housing made from high-grade aluminium and metal
easy relamping 
ECG integral, with connection box
color: silver, RAL

�
�
�
�
�
�
�

 
safety
glass

SCS | lighting modules  | with decorative glass

Lighting Systems | SCS-System  | Step by step…

120V
60 Hz

120V
60 Hz

120V
60 Hz

120V
60 Hz
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SCS | longitudinal connectors

SCS  | °-connector  Order No.  SCS .

 Order No.  SCS .

SCS  | T-connector  Order No.  SCS .

SCS  | X-connector  Order No.  SCS .

 Order No.  SCS .

 Order No.                     Length

 SCS . /   
 SCS . /   
 SCS . /   
 SCS . /   

2 x 55.1”
2 x 117.1”
2 x 196.9”
2 x 393.7”

concealing cover

11.5”

20.9”

20.9”

11.4”

11.4” 11.4”

11.4” 11.4”
11.4”

11.4”
30.3”

11.4”

20.9”

20.9”

17.0”

17.0”

1.9”

profile conncector

end cover made from metal
fastening accessories included
color: silver, RAL 

�
�
�

SCS  | end cover

 height adjustable steel cord suspension -fold, 
different lengths, ceiling fastening included
in longitudinal direction variably movable

ff

ff

SCS  | suspension set

 profiles with ° angles (pair) made from high-
grade aluminium, for pendant mounting

 x longitudinal connector SCS .  included
color: silver, RAL

ff

ff
ff

SCS  | °-connector

 profiles with ° angles (pair) made from high-
grade aluminium, for pendant mounting

 x longitudinal connector SCS .  included
color: silver, RAL

ff

ff
ff

 profiles for T-connection made from high-
grade aluminium, for pendant mounting

 x longitudinal connector SCS .  included
color: silver, RAL

�

�
�

 profiles for X-connection made from high-
grade aluminium, for pendant mounting

 x longitudinal connector SCS .  included
color: silver, RAL

�

�
�

°

 longitudinal connectors (pair) for mechanical 
connection of SCS support rails
concealing cover and fastening accessories included
connectors and concealing cover made from metal
color: silver, RAL 

°

°
°
°

 Order No.  SCS .

Lighting Systems | SCS-System  | Step by step…
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The LEDSET profile is fully equipped with  

highpower LEDs. Easy handling and simple  

to plan are features of this product. 

LEDSET

The universal LEDSET is used for decorative 

and accented lighting indoors and in covered 

outdoor areas. There is a multitude of 

applications possible by its low overall height. 

LEDSET is delivered ready for connection.



LED | profile with LEDs  | made to measure  | indoor & outdoor

 Indoor (IP )  Outdoor (IP )

 Light color                            Order No.                               Order No.                                     Power / 39.4”

white (  K) LED /… LED /… ca. .  W
red LED /… LED /… ca. .  W
blue LED /… LED /… ca. .  W
green LED /… LED /… ca. .  W
RGB LED /… LED /… ca.  W

… dimensions in mm
LED´s color variations possible

 V
DC

0.7”

0.4”

 Planning dimensions:   Sections per LED band:  mm 
Length of conncection piece:  mm  
Individual length: max.  mm (longer dimensions are delivered in several units)

LED | power supply units

 Power             Order No.               Dimensions
  L x B x H

 –  W LED .  7.9” x 1.7” x 1.0” connection cable primary side /  
secondary side, length: 39.4”

 –  W LED .  8.8” x 2.4” x 1.4” with strain relief
 –  W  LED .  10.6” x 3.1” x 2.0”

IP

IP
IP connection cable primary side /  

secondary side, length: 13.8”

LED | profile covers  | made to measure

 Cover                                   Order No.                               Transmission  

white LED /…  % °
diffuse LED /…  % °
transparent LED /…  % °
Linear lens LED /…  % °

End caps (pair) LED .  made from high-grade PMMA
: metallic greycolor   

LED | mounting plates

 Art                                                        Order No.

Mounting plate LED .
Mounting plate at an angle LED .

Mounting examples
1.3”

0.7”

0.1”

0.3”
0.2”

0.7”

 high-grade aluminium profile equipped with 
highpower LED stripes in various colours
available for indoor or covered outdoor areas
 easy surface-mounting via separate 
available mounting plates
 various optical acrylic covers available as accessories
 inclusive end caps made from PMMA plastic,  
colour: metallic grey
 ready to plug-in, transparent connection cable  
0.07 x 0.04in , length: 591”
power supply unit to be ordered separately

�

�
�

�
�

�

�

 simple direct assembly on even mounting surface  
or at an angle 
 mounting plate made from plastic, mounting 
at corner with additional metal angle
no-tool snap-in fastening for LED profile

�

�

�

 convex acrylic covers made from high-grade PMMA
no-tool snap-in fastening

�
�white

diffuse

transparent

Linear lens

Lighting Stripe | LEDSET



Simple oval design blends with 

lighting components and high-

level techniques.

The slim and elegant profile 

makes it easy to plan and use. 

Euroline



Euroline | lighting tubes | surface-mounted & pendant 

39.4”

59.1”

59.1”

78.7”

78.7”

 LM                          Wattage       Order No. lb             LVK

 TC-L / G   x  W 4.8 A / LCG 

   x  W A /  LCG  

   x  W A /  LCG   x 

   x  W A /  LCG   x 

 T  / G   x  W 

7.7 

7.5 

10.3 

8.4 A /  LCG  

 LM                        Wattage      Monopoint        Order No. lb         LVK

 TC-L / G    x  W  x  V /  W A /  LCG + Transf.  x 

    x  W  x  V /  W A /  LCG + Transf.  x 

    x  W  x  V /  W A /  LCG + Transf. 

10.6

10.1

10.1  x 

78.7”

78.7”

78.7”

Accessories  Specular louvre for

· color: silver, white, RAL

Monopoint 
 V

IP

120V
60 Hz

 oval lighting tube modules for  
direct illumination
 high-grade aluminium profile for 
easy ceiling or pendant mounting
 highly polished specular reflector made 
from highest-grade aluminium,  
wide beam angle 
 clear acrylic with prismatic structure  
on the inside 
easy relamping via removable cover
LCG integral, compensated, with starter

�

�

�

�

�
�

Euroline | combined lighting tubes | monopoint | surface-mounted & pendant 

-pole terminal block, through wired
 connectors, steel cord suspension, 
ceiling mounting, end covers and 
louvre available as accessories
 Kindly mark the order no. of the 
feeder module with E: e.g. A /  E
color: silver, white, RAL

�
�

�

�

 oval lighting tube modules for direct 
illumination, with monopoint jacks for 
connection of low-voltage spotlights
 high-grade aluminium profile for easy  
ceiling or pendant mounting
 highly polished specular reflector made  
from highest-grade aluminium, 
wide beam angle 
 clear acrylic with prismatic structure  
on the inside 
easy relamping via removable cover

�

�

�

�

�

LCG and electronic transformers integral
LCG compensated, with starter

-pole terminal block, through wired
 connectors, steel cord suspension, 
ceiling mounting, end covers and louvre  
available as accessories
color: silver, white, RAL

�
�
�
�

�

IP

  LM                 Order No. 

  TC-L R 

  T  R 

Accessories  Specular louvre for

· color: silver, white, RAL

  LM                   Order No. 

  TC-L R 

Lighting Systems | Euroline

120V
12V

60 Hz



 LM                         Wattage        Order No.  LVK         Length

  TC-L / G   x  W B  E  ECG   
   x  W B  ECG   
   x  W B  LCG   

 T  / G   x  W  B  LCG   

47.2”
47.2”
31.5”

63.0”

Indicate length in mm B /…

Example: Minimum length for
 x TC-L  W, 94.5” (B  E) B /

Euroline | blank tube | made to measure

Euroline  | lighting tube  | with acrylic cover

 LM                       Wattage         Order No.  Length

 QT  / G   x  W  B Transf.  17.3”
   x  W B  Transf. 29.9”
   x  W B  Transf. 42.5”
   x  W B  Transf. 55.1”

 LM                                     Wattage          Order No.  Length

 V monopoint  V /  W B  Transf. 14.2”

Euroline   |   lighting tube   |  with  V monopoint connection

IP

120V
60 Hz

IP

IP

IP

oval blank tube made from high-grade aluminium profile
-pole terminal block, through wired

color: silver, white, RAL

�
�
�

lighting tube modules for direct illumination
color: silver, white, RAL

�
�

lighting tube module for effect light
electronic transformers integral

-pole terminal block, through wired
colour: silver, white, RAL

ff
ff
ff
ff

 lighting tube module with monopoint jack 
for connection of a low-voltage spotlight
electronic transformer integral

-pole terminal block, through wired
color: silver, white, RAL

ff

ff
ff
ff

Euroline will be manufactured individually according to your requirements .
The lighting inserts will be supplied ready mounted. The planing is always done on a blank tube.  
Please indicate the total length  of the blank tube and the requested inserts .
The dimensions of the lighting inserts will be considered as space in the profile.

We are most willing to assist your planning.

Euroline  made to measure

Accessories  Specular louvre for

· color: silver, white, RAL

  LM         Wattage      Order No. 

 TC-L  W R 
     W R 

   T   W R 

Euroline  | lighting tube  | with low-voltage effect lamps

Lighting Systems | Euroline

120V
60 Hz

120V
12V

60 Hz

120V
12V

60 Hz



Euroline  | T-connector & X-connector

 Order No.

T-connector W V 
X-connector W V 

2.8”

2.8”

2.8”

Euroline  |  angle connector flexible

Notice for planning
Attention: when using WV ,  and  togeth er with LV  always  
allow 2.0” extra space per connection.

 Order No. W V 

Euroline  | longitudinal connector

 Order No. LV 

2.0”

3.5”

0.9”

2.0”

2.8”

2.8”

0 - 120˚

3.3”

1.6”

Euroline | end cover

 Order No. EP 

Euroline | steel cord suspension with feeder

 Order No.

Coiled cable L 
Cable 

0.1 x 0.06in
0.2 x 0.06in L 

Euroline  | steel cord suspension without feeder

 Order No. L 

Euroline | ceiling mounting with feeder

 Order No. L  E

Euroline | ceiling mounting without feeder

 Order No. L  E

connector flexible for angles from  ° – °, made from ABS plastic
through wired
steel cord suspension possible
color: silver, white, RAL

�
�
�
�

 lighting tube made from high-grade aluminium profile,  
connectors made from galvanised metal
through wired
colour: silver, white, RAL

�

�
�

longitudinal connector for flush installation, made from galvanised metal
 x connection line .  mm  included

�
�

end cover made from ABS plastic
color: silver, white, RAL

�
�

 height adjustable steel cord suspension -fold, length:  59.1”,  
with ceiling fastening
fastening accessories included

�

�

 height adjustable steel cord suspension -fold, length: 59.0”
with ceiling fastening and feeder
ceiling rose made from ABS plastic
fastening accessories included
color: silver, white, RAL

�

�
�
�

ceiling fastening with feeder for direct mounting
ceiling rose made from ABS plastic
fastening accessories and terminals included

�
�
�

ceiling fastening for direct mounting
fastening accessories included
color: silver, white, RAL

�
�
�

Lighting Systems | Euroline

2.8” 2.8”

2.8” 2.8”
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The Liso lighting-

arcade consists of 

pre-manufactured 

wall support 

elements, which 

are covered with 

cut and beamed  

plasterboards.  

The lighting-arcade  

is equipped with 

special lighting 

inserts which en-

sure a high light 

output. 

Lighting-Arcade  Liso

Additional lumi-

naires can be 

retrofitted at any 

time for direct illu-

mination. Further 

supply wires may 

be accomodated. A 

real advantage  

for refurbishment.



 Length          Order No.

N-VL 
N-VL 
N-VL 

39.4”
59.1”
78.7”
118.1” N-VL 

 Length          Order No.               lb

70.9” 6.6LWK  

 LM                Wattage          Order No.                                         LVK      lb       Length

 T  / G   x  W LLW /    ECG 35.0”

35.0”
35.0”
35.0”

4.6

4.6
5.5
5.1

 T  / G   x  W LLW /   ECG 
   LLW /  DIM/ -   ECG dim.  
   LLW /  DIM/DIG  ECG dim.  

LISO | wall channel

LISO  | lighting inserts

LISO | end covers

mains connection box with strain relief, made from plastic
 -core connection cable 0.04in

0.04in

2, length: 59.1”,  
with Wieland jack GST i
color: black, white

  Order No.

  LAD  for lighting insert with ECG
  LAD  DIM for lighting insert with ECG dim.

�
�

�

 Order No.  LEA  R  right

IP

120V
60 Hz

 girder made from galvanised metal with 
plasterboard jacket for direct wall mounting
 x longitudinal connector included

segments can be cut to length
 lighting inserts, end covers and mains 
connection to be ordered separately

ffi

ffi
ffi
ffi

 lighting inserts for indirect basic illumination, optimal 
direction of light and maximum luminous efficiency
no-tool insert mounting, with safety catch
 parabolic reflector with highly polished effect  
made from aluminium
 housing made from galvanised metal, clear  
prismatic acrylic cover
ECG integral, ready to plug in for through wiring

ffi

ffi
ffi

ffi

ffi

 end profiles made from galvanised metal with 
plasterboard piece

 Order No.  LEA  L left

ffi

LISO | longitudinal connector

 x longitudunial connector made from galvanised metal

 Order No.  LLV 

ffi

LISO | mains connection

LISO | connection cables

 -core connection cable 2, with 
Wieland jack and plug GST i
color: black, white

ffi

ffi

Light System | Lighting-Arcade  Liso  | Step by step…



Housing made from 
plasterboard

·  lighting insert with highly polished 
parabolic specular reflector

·  optimal direction of light and  
high efficiency

·  lighting inserts with ECG:  W,  
 W or dimmable

End cover

Metal girder, galvanized

 70.9” segm
ents can be cut to length

 35.0”
Lighting insert ( -lamp)

 x /  W  T /G   length: 35.0”

Prismatic diffuser

Additional space for supply wires, e.g.  

6.1”

9.1”

3.3”

telephone, networks, mains, etc.

Light system | Lighting-Arcade  Liso  | Step by step…






