










MON ECO | pendant luminaires  | TC-L

 LM                          Wattage        Order No.                              LVK lb

 TC-L / G   x  W MON /P ECO  ECG 

    x  W MON /P ECO  ECG 

7.9

9.2

2.3”

13.4” x 22.8”

Monza Eco also available as wall luminaire! See page 

IP

w
 pendant luminaire for direct-indirect illumination, 
light distribution: % direct, % indirect 
easy direct mounting via ceiling module
 white light diffusor made from perforated aluminium 
backed with matt foil, fronts grey metallic
luminaire housing and ceiling module made from metal

�

�
�

�

easy relamping
 height-adjustable steel cord suspension -fold, length:  
 39.4”, ceiling module with feeder and connection cable
ECG integral, luminaire ready for connection

�
�

�

Ceiling & Pendant Luminaires | Monza

120V
60 Hz
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IMO | pendant luminaires  | TC-L

 LM                        Wattage           Order No.              LVK lb          Housing/Diffusor

 TC-L / G   x  W IMO /P   ECG 9.7
9.7

 silver/silver
   IMO /P   ECG  silver/white

8.1”

23.8”
47.5”

30˚

Imola

Imola pendant luminaires find wide acceptance 

when direct or direct-indirect light distribution  

is required. Flat in profile, efficient in the  

output. Imola provides glare-free illumination 

and thus comfort on the eye. Individual colour 

combinations are possible.

IP

120V
60 Hz

 pendant luminaire for direct-indirect 
illumination, for glare-free illumination 
light distribution: % direct, % indirect 
 housing made from UV- and heat-  
resistant polycarbonate
 perforated light diffusor made from 
high-grade aluminium
easy relamping
 height-adjustable steel cord suspension -fold, 
length: 59.1”, ceiling rose with feeder and 
transparent connection cable included
ECG integral, luminaire ready for connection

�

�
�

�

�
�

�
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Bergamo | Pendelleuchte

 LM                         Wattage         Order No.         LVK lb           Length L

 TC-L / G   x  W B   x  LCG 

   x  W B   x  LCG 

   x  W B   x  LCG 

39.4”

59.1”

70.9”

6.4

7.9

10.8

Accessories  Louvre:  R 

39.4”

Bergamo

Beautifully shaped, delicate 

pendant luminaire. Available  

as a task luminaire in several 

variations. 

Special louvres and light inserts 

provide a pleasant working 

environment.

70.9”

59.1”

2.8”

2.0”

IP

 high-grade oval aluminium profile, acrylic clear 
with facetted structure on the inside
 highly polished specular reflectors made from 
highest-grade aluminium, wide beam angle 
easy relamping via removable covers 

�

�

�

 height-adjustable steel cord suspension -fold,  
length:  59.1”, ceiling rose with feeder and  
coiled connection cable included
LCG integral (with starter), luminaire ready for connection
highly polished louvre available as accessories
color: silver, white, RAL 

�

�
�
�

B  | pendant luminaires | TC-L

 pendant luminaire for direct illumination, 
- and -lamp, various lengths

�

120V
60 Hz



B  | pendant luminaire as angle combination | TC-L

 LM                       Wattage         Order No.        LVK lb

 TC-L / G   x  W B   x  LCG 15.2

Accessories  Louvre:  R 

59.1”

39.4”

B  with louvre R 

IP
 pendant luminaire for direct illumination, 
with flexible angle connector  – °

�

Ceiling & Pendant Luminaires | Bergamo

120V
60 Hz
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 LM Wattage  Order No. LVK  lb

 HIT-DE-CE / RX s  x  W  KE .   x  ECG 19.8

9.4”

5.5”

2.4”

9.8”8.3”

26.7”

KE  | pendant uplight  | -lamp

 LM Wattage  Order No. LVK lb

 HIT-DE-CE / RX s  x  W  KE .   ECG 

 HIT-DE-CE / RX s-   x  W  KE .   ECG 

9.7

10.8

5.5”

14.9”

8.3”

9.4”

2.4”

9.8”

IP

KE  | pendant uplight  | -lamp

UV filter
pendant luminaire for indirect illumination
luminaire head adjustable up to max. °
 luminaire head, ECG housing and 
pendant rod made from metal
 reflector made from high-grade aluminium  
with matt structure
easy relamping via removable UV filter
lamp with double socket 
 pendant rod suspension, length: 
Ø = 
ECG integral, luminaire ready for connection
color: silver, white, RAL 

�
�
�

�

�
�
�

�
�

pendant luminaire for indirect illumination
luminaire heads adjustable up to max. °
 luminaire heads, ECG housing and 
pendant rod made from metal
 reflectors made from high-grade aluminium  
with matt structure
easy relamping via removable UV filters
lamp with double socket 
 pendant rod suspension, length:  39.4”, 

 39.4”, 

 
Ø =  0.5”, ceiling rose with feeder included

 0.5”, ceiling rose with feeder included

ECG integral, luminaire ready for connection
color: silver, white, RAL 

�
�
�

�

�
�
�

�
�

IP

UV filter

Also available as wall luminaire! See page 

Ceiling & Pendant Luminaires | Kera

120V
60 Hz

120V
60 Hz



Space is not only a luminaire but also 

a lighting system with variable light 

heads. Differing types of light sources 

from low-voltage to metal halide show 

their effect in the room.  

The light heads have a double gimbal 

joint. The power supply units are inte-

gral in the luminaire.  

Space luminaires are ideally suited 

when several lighting situations are 

required but there is only one connec-

tion point.  

Space luminaires fit well anywhere by 

its clear and neutral design. 

Space
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SP  | pendant luminaire

 LM                               Wattage  Order No.           LVK lb        h/in

 QT  / GY .   x max.  W ° PRI   x Transformers  
 Safety glasses (top)   SP .     

 HIT-TC-CE / G .   x  W ° PRI   x ECG
 UV filter (below)

 QR  / G   x max.  W Transformers
 (top)   SP .     

 HIT-TC-CE / G .   x  W ° PRI   x ECG
 UV filter (below)

 HIT-TC-CE / G .   x  W ° PRI SP .   x ECG 28.6

16.5

19.6

18.7

16.5

18.0”

13.3”

13.3”

13.3”

13.3”

 UV filter

 QR  / G   x max.  W   SP . Transformers 
 

 QT  / GY .   x max.  W ° PRI SP .   x Transformers 
 Safety glasses

 LM                               Wattage                                Order No.  lb

 TC-F / 
18.3

G   x  W ECG
    SP .    

 QR  / G   x max.  W  Transformers

 11.9”

h

5.4”

ø24.8”

ø5.5”

pendant luminaire with directed spotlights
light heads move in all directions via gimbals
 specular reflectors made from 
highest-grade aluminium
 PRI reflector technique for glare-free light 
and maximum luminous efficiency
 luminaire frame and canopy made from high-grade 
aluminium, perforated covers made from metal
 easy relamping via socket holder 
with twist-off fastener
 height adjustable steel cord suspension -fold, 
length:  118.1”, ceiling canopy included
 ECG and electronic transformers integral, 
luminaire ready for connection to ceiling 
feeder ( -pole terminal block)
color: silver

�
�
�

�

�

�

�

�

�

SP  | pendant luminaire

 pendant luminaire with directed spotlights  
and ambient lighting
light heads move in all directions via gimbals
 luminaire frame and canopy made from high-grade 
aluminium, perforated covers made from metal
 cover glasses made from  
frosted acrylic, edges polished
easy relamping
 height adjustable steel cord suspension -fold, 
length:  118.1”, ceiling canopy included
 ECG and electronic transformers integral, 
luminaire ready for connection to ceiling 
feeder ( -pole terminal block)
color: silver

�

�
�

�

�
�

�

�

IP

IP

 ø24.8”

ø5.5”5.4”

11.9”
16

.9
”

UV filter

 
safety
glass

Ceiling & Pendant Luminaires | Space 
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Scene®

Quadruple power which attracts.  

Power pendant luminaires will 

be used at occasions when light 

focusing is required. Diverse reflec-

tors ranging from narrow beam 

angle to wide beam angle provide 

for the appropriate athmosphere.  

The light heads are equipped with 

metal halide technique. 

power luminaire

Ceiling & Pendant Luminaires | Scene ®  Power Luminaire



SC  | power luminaire  | -lamp

 Order No. lb  

Frame without light heads SC .  ECG 5.3

 LM                         Wattage  Order No.              LVK         lb

 HIT-CE / G   W °  SCK .   
   °  SCK .   
   ° PRI SCK .   
   ° PRI SCK .   

 HIT-CE / G 2.4
2.4
2.4
2.4

2.4
2.4
2.4
2.4

  W °  SCK .   
   °  SCK .   
   ° PRI SCK .   
   ° PRI SCK .   
 
Accessories Colour filters:

red   FS /
orange   FS /
green   FS /
blue   FS /
yellow   FS /

50.2”

18.7”

9.1”

5.7”

18.7”

19.1”59.8”

5.7”

 pendant frame individually fittable 
with  light heads, fully mounted 
ECG integrated in canopy
canopy with feeder and ceiling fastening
 feeder with -pole terminal block, 
ready for plug-in the light heads
 pendant rod made from high-grade 
aluminium, length:  39.4”, Ø =  1.0”

 39.4”, Ø =  1.0”

 pendant frame made from high-grade 
aluminium, canopy made from metal
color: silver, white, RAL

�

�
�
�

�

�

�

SC  | power luminaire  | -lamp

 pendant frame individually fittable 
with  light heads, fully mounted 
ECG integrated in canopy
canopy with feeder and ceiling fastening
 feeder with -pole terminal block, 
ready for plug-in the light heads
 pendant rod made from high-grade 
aluminium, length: 
 pendant frame made from high-grade 
aluminium, canopy made from metal
color: silver, white, RAL

�

�
�
�

�

�

�

SCK  | power pendant light heads  | HIT-CE  | /  W

light head pivotable
 specular reflector made from highest-grade  
aluminium
 PRI reflector technique for glare-free light 
and maximum luminous efficiency
 front ring made from high-grade die-cast, 
socket housing made from aluminium
ready to plug-in
color: silver, white, RAL

fl
fl

fl

fl

fl
fl

IP

IP

IP

 Order No. lb  

Frame without light heads SC .  ECG 8.8

Ceiling & Pendant Luminaires | Scene ® Power Luminaire

120V
60 Hz

120V
60 Hz

120V
60 Hz



Scene®  SC luminaires are single luminaires where 

powerful lighting is required. The luminaires can be 

equipped with metal halide lamps up to  Watt. 

The power supply units are integral. Honeycomb 

louvres, coloured glasses and filters can be fitted 

without the use of tools.

Scene®  SC pendant luminaires provide for highest 

lighting comfort.

Scene®  SC



27.3” x 12.5”

 LM                         Wattage  Order No.  LVK

 HIT-CE / G   x  W ° PRI SC .  E  ECG  x 
   x  W ° PRI SC .  E  ECG  x 

Accessories Colour filters:  red ZBF 
   green ZBF 

 yellow ZBF 
blue ZBF 

 Honeycomb louvre: black ZBW 

powerful pendant luminaire for direct illumination
light heads move in all directions via gimbals
 support rail profiles and covers made from metal, 
light heads made from die-cast and aluminium
specular reflectors made from highest-grade aluminium
 PRI reflector technique for glare-free light 
and maximum luminous efficiency

�
�
�

�
�

easy relamping via removable front rings
 height adjustable steel cord suspension -fold, length: 
 98.4”, feeder and ceiling fastening included
 ECG integral, luminaire ready for connection 
to ceiling feeder (with coiled cable)
color: silver, RAL

�
�

�

�

UV filter

SC | power pendant luminaire  | -lamp

IP
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45.4” x 12.5”

45.4” x 12.5”

QR111      HST-CRIHST-CRI

QR111                          QR111HST-CRI

HST-CRI    HST-CRI HST-CRI

 LM                                   Wattage  Order No.  LVK

 QR  / G   x  W Transformer
 HST-CRI / PG -   x  W ° 

SC .
CCG  x 

 
 QR  / G   x  W Transformer

 HST-CRI / PG -   x  W ° 
SC .

CCG  x 

 

 HST-CRI / PG -   x  W ° SC . CCG  x 

Accessories Honeycomb louvre: black  ZBW 
 for HST-CRI: Filter for meat & sausage products FF .
  Filter for bakery products   FB .

powerful pendant luminaire for direct illumination
light heads move in all directions via gimbals
 support rail profiles and covers made from metal, 
light heads made from die-cast and aluminium
specular reflectors made from highest-grade aluminium
 PRI reflector technique for glare-free light 
and maximum luminous efficiency

�
�
�

�
�

easy relamping via removable front rings
 height adjustable steel cord suspension -fold, length: 
 98.4”, feeder and ceiling fastening included
 power supply unit integral, luminaire ready for 
connection to ceiling feeder (with coiled cable)
CCG compensated and with ignition stabilising
color: silver, RAL

�
�

�

�
�

SC | power pendant luminaire  | -lamp

  
IP

120V
12V

60 HzUV filter

 LM                             Wattage  Order No.  LVK

 QR  / G   x  W Transformer
 HIT-CE / G   x  W ° PRI 

SC .  E
 ECG  x 

 QR  / G   x  W Transformer
 HIT-CE / G   x  W  ° PRI 

SC .  E
ECG  x 

 QR  / G  x  W Transformer
 HIT-CE / G   x  W  ° PRI 

SC .  E
 ECG  x 

 QR  / G   x  W Transformer
 HIT-CE / G   x  W  ° PRI 

SC .  E
 ECG  x 

 HIT-CE / G   x  W ° PRI SC .  E ECG  x  
 HIT-CE / G   x  W  ° PRI SC .  E ECG  x 

Accessories  Color filters for HIT-CE: red ZBF 
  green ZBF 
  yellow ZBF 

blue ZBF 
 Honeycomb louvre: black ZBW 

HIT-CE      QR 111 HIT-CE

HIT-CEQR 111                        QR 111

HIT-CE       HIT-CE HIT-CE

Ceiling & Pendant Luminaires | Scene®  SC



 LM                          Wattage  Order No.  LVK

 HIT-CE / G   x  W ° PRI SC .  E ECG  x 

Accessories Color filters for HIT-CE:            red ZBF 
   green ZBF 
   yellow ZBF 
   blue ZBF 

 Honeycomb louvre:                                        black ZBW 

54.1” x 12.5”

IP

120V
60 Hz

powerful pendant luminaire for direct illumination
light heads move in all directions via gimbals

 support rail profiles and covers made from metal, 
light heads made from die-cast and aluminium
specular reflectors made from highest-grade aluminium

 PRI reflector technique for glare-free light 
and maximum luminous efficiency

�
�
�

�
�

easy relamping via removable front rings
 height adjustable steel cord suspension -fold, length: 
98.4”, feeder and ceiling fastening included
 ECG integral, luminaire ready for connection 
to ceiling feeder (with coiled cable)
color: silver, RAL

�
�

�

�

SC | power pendant luminaire  | -lamp

UV filter
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Capone

Capone pendant luminaires are suitable for  

use in a wide range of applications. Capone 

 is an interesting luminaire for show-

rooms integrating di fferent light source 

types. Capone  convinces by form and 

design (IP ).

Master reflectors, which are integral in 

Capone , are available in di fferent types. 

Either wide beam angle or narrow beam 

angle, the integrated reflectors are the 

heart of the luminaire. This is very  

advantageous for the lighting  

designer. The housing is made 

from aluminium.

Capone  pendant lumi-

naire is a class of its own.



CAP  | power pendant luminaire  | HIT | with master reflector  | IP

 LM Wattage  Order No. LVK  h/mm kg

 HIT / E   W ° PRI  CAP .   CCG  .
   ° PRI  CAP .   CCG  .

 HIT / E   W ° PRI  CAP .   CCG  .
   ° PRI  CAP .   CCG  .

Accessories [ ] Ball safety guard  ZBR 

 LM                          Wattage                    Order No.                LVK  h/in            lb

 HIE / E   W   CAP .   CCG 
 HSE / E   W   CAP .   CCG 

 HIE / E   W   CAP .   CCG 

28.8

30.6

28.8

30.6 HSE / E   W   CAP .   CCG 

Accessories [ ] Ball safety guard  ZBR 

 LM                              Wattage         Order No.                  LVK  h/in        lb

 HME / E   W   CAP .   CCG 

 HME / E   W   CAP .   CCG 

 HME / E   W   CAP .   CCG 

27.3”

27.3”

30.8”

21.6

21.6

25.3

27.3”
27.3”

30.8”
30.8”

Accessories [ ] Ball safety guard  ZBR 

h

19.2”

19.2”

19.2”

h

h

 powerful pendant luminaire with master reflector  
for direct illumination
 master reflector made from high-grade aluminium 
in PRI technique for glare-free light and maximum 
luminous efficiency, with narrow or wide beam angle
 outer reflector made from anodised aluminium, housing 
for power supply unit made from extruded aluminium
 easy relamping via removable toughened safety glass  
with cord safeguard
 power supply unit integral, compensated  
and with igniter
 luminaire ready for connection, connection cable  

 x .  mm
 height adjustable steel cord suspension, length:  
196.9”, with hang-up lug
colour housing for power supply unit: silver, anthracite

�

�

�

�

�

�

�

�

IP

CAP  | power pendant luminaire  | HIE/HSE  | IP

CAP  | power pendant luminaire  | HME  | IP
IP

IP

same as CAP 
without master reflector

�
�

same as CAP 
without master reflector and without safety glass

�
�

 
safety
glass

 

Ceiling & Pendant Luminaires | CAP 
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CAP  | power pendant luminaire  | HIT-CE

 LM                          Wattage  Contact track       Ceiling mounting  LVK lb

 HIT-CE / G 7.5

7.5

8.4

  W ° PRI CAP .  CAP .   ECG 

   W ° PRI CAP .  CAP .   ECG 

   W ° PRI CAP .    ECG 

 LM                                        Wattage                     Ceiling mounting         LVK lb

 TC-TEL / GX 3.3q- -   x  /  /  W CAP .   Multi-ECG 

Contact track

Ceiling mounting

Ceiling mounting

IP

 powerful pendant luminaire for direct illumination,  
wide beam angle
suitable for contact tracks or ceiling mounting
specular reflector made from highest-grade aluminium
 PRI reflector technique for glare-free light 
and maximum luminous efficiency
easy relamping via removable toughened safety glass
 ECG housing and canopy made from high-grade 
aluminium, cover ring made from metal
 ECG as separate unit with universal adapter or integrated  
in canopy ( -pole terminal block)
height adjustable steel cord suspension, length:  59.1”
color: silver, anthracite, RAL

�

�
�
�

�
�

�

�
�

9.3”

4.1”

10.4”

9.3”

4.1”

10.4”

IP

CAP  | pendant luminaire  | TC-TEL

pendant luminaire for direct illumination
specular reflector made from highest-grade aluminium
 PRI reflector technique for glare-free light 
and maximum luminous efficiency
easy relamping
 canopy made  from high-grade aluminium, cover ring  
made from metal
ECG integrated in canopy, -pole terminal block
 height adjustable steel cord suspension with canopy,  
length:  59.1”
color: silver, anthracite, RAL

�
�
�

�
�

�
�

�

safety
glass

Ceiling & Pendant Luminaires | CAP 
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PX 
Pendant Luminaires

The PX  pendant luminaire range encompasses a 

variety of sizes and lamp options and is ideally suited 

for high spaces. PX  use metal halide lamps from  

to  Watt.  

PX pendant luminaires stand out by their reflector 

technique, i.e. there are several reflectors for the 

most diverse applications available, from wide beam 

angle to narrow beam angle. 

PX pendant luminaires perfection optimised.
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PX  | power pendant luminaire | HIT-CE | /  W

 LM                          Wattage  Order No.                  LVK lb

 HIT-CE / G   W °  PX .   CCG 
   °  PX .   CCG 
   ° PRI PX .   CCG 

 HIT-CE / G   W °  PX .   CCG 

13.9

15.4

13.9

15.4

13.9

15.4
   °  PX .   CCG 
   ° PRI PX .   CCG 

O
si

an
de

r, 
Ko

ns
ta

nz

powerful pendant luminaire for direct illumination
light head pivotable, luminaire rotatable
specular reflector made from highest-grade aluminium
 PRI reflector technique for glare-free light 
and maximum luminous efficiency
 socket holder made from polycarbonate, housing for 
power supply unit and canopy made from aluminium
easy relamping via removable toughened safety glass
 height adjustable steel cord suspension -fold, 
length: 118.1”, ceiling canopy included
 power supply unit integral,  
compensated and with igniter
luminaire ready for connection to ceiling feeder
color: silver

�
�
�
�

�

�
�

�

�
�

IP

120V
60 Hz

5.1”

23.4”

8.3”

 
safety
glass

Ceiling & Pendant Luminaires | PX 



PX  | power pendant luminaire  | HIT | /  W

 LM                         Wattage  Order No.              LVK lb

 HIT-CE / E   W °  PX .   CCG 
 (CDM-TT)  °  PX .   CCG 
   ° PRI PX .   CCG 

 HIT / E   W °  PX .   CCG 

23.1

23.3

23.1

23.3

23.1

23.3
   °  PX .   CCG 
   ° PRI PX .   CCG 

6.6”

28.7”

10.5”

IP

 
safety
glasspowerful pendant luminaire for direct illumination

light head pivotable, luminaire rotatable
specular reflector made from highest-grade aluminium
 PRI reflector technique for glare-free light 
and maximum luminous efficiency
 socket holder made from polycarbonate, housing for 
power supply unit and canopy made from aluminium
easy relamping via removable toughened safety glass
 height adjustable steel cord suspension -fold, 
length:  118.1”, ceiling canopy included
 power supply unit integral,  
compensated and with igniter
luminaire ready for connection to ceiling feeder
color: silver

�
�
�
�

�

�
�

�

�
�
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CAP  | power luminaire for supermarkets  | batwing

 LM                            Wattage                  Order No.           LVK  lb

 HIT-CE / G   x  W   CAP .   ECG .

16.7”

4.3”

16.3”

High-bay 
Luminaires

The CAP  pendant has been specifi-

cally developed for use in supermar-

kets. The luminaire is equipped with a 

Batwing reflector in order to provide 

more light to the shelves than to the 

gangways, attracting the customer to 

the merchandise. 

 powerful pendant luminaire with batwing reflector 
technique for special requirements of goods illumination 
luminaire rotates through °
 reflector with highly polished structure made from 
highest-grade aluminium, wide beam angle
 luminaire body and canopy made from high-grade 
aluminium, ECG housing made from polycarbonate
ECG integral
 luminaire ready for connection, connection  
cable  x .  mm
 height adjustable steel cord suspension -fold, length: 

 196.9”, feeder and ceiling fastening included
color: silver

�

�
�

�

�
�

�

�

IP

 
safety 
glass

Ceiling & Pendant Luminaires | CAP
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CAP  | power pendant luminaire | metal reflector

 LM                                   Wattage            Order No.                        LVK 

 HIT-CE / G   x  W CAP .  E   ECG

   x  W CAP .   CCG

 HST-CRI / PG -   x  W CAP .   CCG
 Food
   x  W CAP .   CCG

8.3”

5.9”

14.8”

12.2”

7.2”

IP

8.3”

5.9”

13.7”

12.2”

4.3”

 LM                                      Wattage               Order No.                  LVK 

 HIT-CE / G   x  W CAP .   ECG

 TC-TEL / GX q- -   x / /  W CAP .   Multi-ECG

 TC-TEL / GX q-   x /  W CAP .   Multi-ECG

 powerful pendant luminaire for direct illumination,  
wide beam angle
 reflector made from high-grade aluminium, inside 
with sand-blast effect, with bayonet catch
ECG housing made from heat-resistant polycarbonate
 toughened safety glass with cord 
safeguard (for HIT-CE version)
easy relamping
ECG integral
 luminaire ready for connection with ceiling rose, 
connection cable 0.1” x 0.03in2

0.1” x 0.03in2

, length: 196.9”

, length: 196.9”

 suspension set for ceiling mounting with chain or steel 
cord to be ordered separately, luminaire with swing hook
color: silver, white

�

�

�
�

�
�
�

�

�

CAP  | power pendant luminaire | metal reflector

IP

 powerful pendant luminaire for direct illumination,  
wide beam angle
 reflector made from high-grade aluminium, inside 
with sand-blast effect, with bayonet catch
housing for power supply unit made from aluminium
 toughened safety glass with cord 
safeguard (for HIT-CE version)
easy relamping
 power supply unit integral, CCG compensated  
and with igniter
 luminaire ready for connection with ceiling rose, 
connection cable 
 suspension set for ceiling mounting with chain or steel 
cord to be ordered separately, luminaire with swing hook
color: silver, white

�

�

�
�

�
�

�

�

�

Accessories [ ] Suspension set with steel cord 98.4”

98.4”

CAPN 
 [ ] Suspension set with steel cord CAPN 
 [ ] Suspension set with chain CAPN 
 [ ] Suspension set with chain 196.9”

196.9”

CAPN 

Ceiling & Pendant Luminaires | CAP

120V
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120V
60 Hz



7.2”

5.9”

13.9”

12.4”

 LM                                      Wattage                                           Order No.                      LVK 

 HIT-CE / G   x  W CAP .  E   ECG

HST-CRI / PG -   x  W CAP .   CCG
 Food
   x  W CAP .   CCG

CAP  | power pendant luminaire | acrylic reflector

 LM                                 Wattage              Reflector           Order No.                                  LVK 

 HIT-CE / G   x  W transparent  CAP .    ECG

 TC-TEL/GX24q-3      1 x 26 W transparent  CAP 01.126 DIM/DIG  340        ECG dim.

matt finish CAP 01.126 MG DIM/DIG  340        ECG dim. 

  1 x 32 W transparent  CAP 01.132 DIM/DIG  340        ECG dim.

matt finish CAP 01.132 MG DIM/DIG  340        ECG dim.

 TC-TEL/GX24q-4      1 x 42 W transparent  CAP 01.142 DIM/DIG  340        ECG dim.

matt finish CAP 01.142 MG DIM/DIG  340        ECG dim.

 TC-TEL/GX24q-3-4  1 x 26/32/42 W transparent  CAP 01.142   340         Multi-ECG
transparent  CAP 01.142 DIM/1-10 340  Multi-ECG dim.

matt finish  CAP 01.142 MG 340         Multi-ECG
matt finish  CAP 01.142 MG DIM/1-10 340         Multi-ECG dim.

blue  CAP 01.142 B 340         Multi-ECG
 

 TC-TEL/GX24q-3       2 x 26 W transparent  CAP 01.226 DIM/DIG 340         ECG dim.

matt finish  CAP 01.226 MG DIM/DIG 340         ECG dim.

  2 x 32 W transparent  CAP 01.232 DIM/DIG 340         ECG dim.

matt finish  CAP 01.232 MG DIM/DIG 340         ECG dim.

  2 x 26/32 W transparent  CAP 01.232   340         Multi-ECG
transparent  CAP 01.232 DIM/1-10 340         Multi-ECG dim.

matt finish  CAP 01.232 MG 340         Multi-ECG
matt finish  CAP 01.232 MG DIM/1-10 340         Multi-ECG dim.

blue  CAP 01.232 B 340         Multi-ECG

4.3”

5.9”

12.8”

12.4”

powerful pendant luminaire, wide beam angle
 reflector made from prismatic acrylic clear, 
matt or blue, with bayonet catch
ECG housing made from heat-resistant polycarbonate
ECG integral
 luminaire ready for connection with ceiling rose, 
connection cable  x .  mm , length: 196.9”
 suspension set for ceiling mounting with chain or steel 
cord to be ordered separately, luminaire with swing hook
color: silver, white

�
�

�
�
�

�

�

IP

IP

CAP  | power pendant luminaire | acrylic reflector

powerful pendant luminaire, wide beam angle
 reflector made from clear prismatic acrylic,  
with bayonet catch
housing for power supply unit made from aluminium
acrylic safety glass (for HIT-CE version)
easy relamping
 power supply unit integral, CCG compensated  
and with igniter
 luminaire ready for connection with ceiling rose, 
connection cable  x .  mm , length: 196.9”
 suspension set for ceiling mounting with chain or steel 
cord to be ordered separately, luminaire with swing hook
color: silver, white

�
�

�
�
�
�

�

�

�

Accessories  [ ] Suspension set with steel cord  98.4”: 

 98.4”: 

CAPN 
 [ ] Suspension set with steel cord  195.9”: 

 195.9”: 

CAPN 
 [ ] Suspension set with chain CAPN 
 [ ] Suspension set with chain CAPN 

Ceiling & Pendant Luminaires | CAP

120V
60 Hz

120V
60 Hz



powerful pendant luminaire, wide beam angle
 reflector made from prismatic acrylic clear  
or matt, with bayonet catch
housing for power supply unit made from aluminium
acrylic safety glass (for HIT-CE version)
easy relamping
 power supply unit integral, CCG compensated  
and with igniter
 luminaire ready for connection with ceiling rose, 
connection cable  x .  mm , length:  196.9”
 suspension set for ceiling mounting with chain or steel 
cord to be ordered separately, luminaire with swing hook
color: silver, white 

�
�

�
�
�
�

�

�

�

 LM                                   Wattage             Reflector          Order No.                                        LVK 

 HIT-CE / G   x  W transparent CAP .  E   ECG
   x  W transparent CAP .   CCG

 HIE-CE / E   x  W transparent CAP .   CCG

 HIE-CE / E   x  W transparent CAP .   CCG
 Only use Osram lamps

 HIE-CE / E   x  W transparent CAP .   CCG
 Only use Osram lamps

 TC-TEL / GX q- -   x / /  W transparent CAP .   Multi-ECG
transparent CAP .  DIM/ -   Multi-ECG
matt finish CAP .  MG  Multi-ECG
matt finish CAP .  MG DIM/ -   Multi-ECG

 TC-TEL / GX q-   x /  W transparent CAP .   Multi-ECG
transparent CAP .  DIM/ -   Multi-ECG
matt finish CAP .  MG  Multi-ECG
matt finish CAP .  MG DIM/ -   Multi-ECG

Accessories   [ ] Suspension set with steel cord  98.4”: CAPN 
 [ ] Suspension set with steel cord  196.9”: CAPN 
 [ ] Suspension set with chain  98.4”: CAPN 
 [ ] Suspension set with chain  196.9”: CAPN 

7.2”

5.9”

16.7”

16.2”

IP

CAP  | power pendant luminaire | acrylic reflector

 LM                                  Wattage           Reflector           Order No.                                        LVK 

 TC-TEL / GX q-   x /  W transparent CAP . /A  Multi-ECG
transparent CAP . /A DIM/ -   Multi-ECG
matt finish CAP . /A MG  Multi-ECG
matt finish CAP . /A MG DIM/ -   Multi-ECG

powerful surface-mounted luminaire, wide beam angle
 reflector made from prismatic acrylic 
clear or matt, with bayonet catch
housing for power supply unit made from aluminium
acrylic safety glass (for HIT-CE version)
easy relamping
 power supply unit integral, CCG compensated  
and with igniter
luminaire ready for connection
colour: silver, white 

fl
fl

fl
fl
fl
fl

fl
fl

7.2”

5.9”

16.7”

16.2”

IP

CAP  | power luminaire surface-mounted | acrylic reflector

Ceiling & Pendant Luminaires | CAP 

120V
60 Hz

120V
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CAP  | power pendant luminaire | master reflector

Accessories  [ ] Suspension set with steel cord 98.4”: CAPN 
 [ ] Suspension set with steel cord 196.9”: CAPN 
 [ ] Suspension set with chain  98.4”: CAPN 
 [ ] Suspension set with chain 196.9”: CAPN 

7.2”

5.9”

16.7”

16.2”

7.2”

5.9”

13.9”

12.4”

 LM                                     Wattage  Order No.               LVK 

 HIT-CE / G   x  W ° PRI  CAP .  E   ECG

 HST-CRI / PG -   x  W ° PRI  CAP .   CCG
 Food
   x  W ° PRI  CAP .   CCG

Accessories  Filter for bakery products FB .
 Filter for meat & sausage products FF .

CAP  | power pendant luminaire | master reflector

powerful pendant luminaire with master reflector
 reflector made from clear prismatic acrylic,  
with bayonet catch
 master reflector made from high-grade 
aluminium in PRI technique for glare-free 
light and maximum luminous efficiency
housing for power supply unit made from aluminium
easy relamping
 power supply unit integral, compensated 
and with ignition stabilising
 luminaire ready for connection with ceiling rose, 
connection cable  x .  mm , length: 196.9”
 suspension set for ceiling mounting with chain or steel 
cord to be ordered separately, luminaire with swing hook
 special filters for bakery or meat & sausage products  
available as accessories
color: silver, white

�
�

�

�
�
�

�

�

�

�

IP

IP

powerful pendant luminaire with master reflector
 reflector made from clear prismatic acrylic,  
with bayonet catch
 master reflector made from high-grade aluminium  
in PRI technique for glare-free light and 
maximum luminous efficiency
housing for power supply unit made from aluminium
easy relamping
 power supply unit integral, CCG compensated  
and with igniter
 luminaire ready for connection with ceiling rose, 
connection cable  x .  mm , length: 196.9”
 suspension set for ceiling mounting with chain or steel 
cord to be ordered separately, luminaire with swing hook
color: silver, white

�
�

�

�
�
�

�

�

�

 LM                              Wattage  Order No.               LVK 

 HIT-CE / G   x  W ° PRI CAP .  E   ECG
   x  W ° PRI CAP .   CCG

UV filter

UV filter

Ceiling & Pendant Luminaires | CAP
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CAP  | power pendant luminaire  | master reflector

 LM                          Wattage  Order No.                   LVK 

 HIT-CE / G   x  W ° PRI CAP .   ECG

4.3”

5.9”

12.8”

12.4”

IP

powerful pendant luminaire with master reflector
 reflector made from clear prismatic 
acrylic, with bayonet catch
 master reflector made from high-grade aluminium  
in PRI technique for glare-free light and 
maximum luminous efficiency
easy relamping
ECG housing made from heat-resistant polycarbonate
ECG integral
 luminaire ready for connection with ceiling rose, 
connection cable  x .  mm , length: 196.9”
 suspension set for ceiling mounting with chain or steel 
cord to be ordered separately, luminaire with swing hook
color: silver, white

�
�

�

�
�
�
�

�

�

Accessories [ ] Suspension set with steel cord 98.4”: CAPN 
 [ ] Suspension set with steel cord 196.9”: CAPN 
 [ ] Suspension set with chain  98.4”: CAPN 
 [ ] Suspension set with chain 196.9”: CAPN 

Vo
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CAP  | pendant luminaire  |  acrylic reflector

 LM                                   Wattage            Order No.               LVK         lb

 A  / E
4.6

5.3

 max.  W
 or   CAP .   

 TC-TSE / E  max.  W

 LM                                   Wattage                   Order No.              LVK            lb

 A  / E  max.  W
 or   CAP .   

 TC-TSE / E  max.  W

10.2”

12.4”

10.2”

12.4”

reflector made from clear prismatic acrylic
socket housing made from die-cast
easy relamping
 ceiling fastening with cable suspension 
and canopy, length: 59.1”

-pole terminal block

�
�
�
�

�

IP

IP

CAP  | pendant luminaire  | aluminium reflector

reflector made from high-grade aluminium
socket housing made from die-cast
 ceiling fastening with cable suspension 
and canopy, length: 59.1”

-pole terminal block

�
�
�

�
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CAP  | high-bay luminaires  | IP

 LM                    Wattage      Order No.               LVK lb

 HIE / E   W CAP .   CCG 

   W CAP .   CCG 

 HME / E   W CAP .   CCG 

   W CAP .   CCG 

16.7

20.0

13.9

16.1

 
Accessories Safety glass:  CAPG 
 Safety guard: CAPS 

10.2”

23.8”

18.9”

High-bay

 powerful pendant luminaire for direct illumination,  
wide beam angle
 reflector made from highest-grade aluminium, 
housing for power supply unit made from die-cast
fastening and suspension on site
easy relamping
power supply unit integral and compensated
safety glass required for IP , see accessories
color: silver

�

�

�
�
�
�
�

IP

Ceiling & Pendant Luminaires | High-bay Luminaires

120V
60 Hz



 LM                          Wattage         Order No.               LVK lb

 HIE / E   W CAP .   CCG 

 HSE / E   W CAP .   CCG 

26.2

27.9

23.1”

11.0”

18.9”

CAP  | high-bay luminaires  | IP

 powerful pendant luminaire for direct illumination,  
wide beam angle
 reflector made from highest-grade aluminium, 
housing for power supply unit made from die-cast
fastening and suspension on site
easy relamping via removable safety glass
power supply unit integral
external wiring and connection box for easy installation
color: silver

�

�

�
�
�
�
�

IPsafety
glass

Luminaires
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Nostalgic Style 
Luminaies

Pendent  
luminaires

Wall luminaires

Luminaires from the good old times. Wherever the 

emphasis is put on nostalgia LTS luminaires from 

this series are perfect. Either as pendant or as wall 

version these luminaires show character.



PRS | pendant luminaire  | Emperor Wilhelm

 LM                       Wattage                 Order No.               lb

 
A  / E  max.  W PRS  .

PRS | pendant luminaire  | Emperor Franz

PRS | pendant luminaire  | King Ludwig

 LM                        Wattage                 Order No.               lb

 
A  / E  max.  W PRS  .

 LM                        Wattage                Order No.               lb

 
A  / E  max.  W PRS  .

PRS | Wandleuchte  | Bismarck

 LM                Wattage         Order No.       lb

 
A  / E  max.  W PRS  .

IP

IP

IP

IP

lamp shade and canopy made from metal
chain suspension and connection cable 68.9”

68.9”

68.9”

color: steel grey

�
�
�

lamp shade and canopy made from metal
chain suspension and connection cable 
color: steel grey

�
�
�

lamp shade and canopy made from metal
chain suspension and connection cable 
color: steel grey

�
�
�

 lamp shade made from metal, wall arm made  
from die-cast

14.6”

11.0”

13.4”

10.2”

13.0”

11.8”

13.8”

11.0”

9.8”

glass attachment clear
color: steel grey

�

�
�
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