






Accessories   Color filters: red FS /
    orange FS /
    green FS /
    blue FS /
    yellow FS /

  
  Special filter         UV FS /  

  Special filter         Lifestyle  FS /

  Filter for meat and sausage products  FF .
 Filter for bakery products FB .

    Light heads  for combination,  Ø= 6.1”
· color: silver, white, RAL

ET                                           LM                                                      Wattage  Order No.                    LVK            lb
 

   QR  / G    max.  W 1.5

2.0

2.0
2.0
2.0
2.0

2.2
2.2
2.2

1.8

2.2
2.2

2.4

2.4
2.4
2.4
2.4

   SCEK .  -  

Power supply unit:   Transf.  VA   TRE /SW

  HIPAR  / GX .    /  W  -  SCEK .  -  

Power supply unit:    ECG   W  CVGKE 
 W  CVGKE 

  QT  / GY .    max.  W °  SCEK .   
Safety glass       °  SCEK .   

       ° PRI SCEK .   
° PRI SCEK .   

Power supply unit:   Transf.  VA   TRE /SW

 HIT-CE / G    / /  W °  SCEK .   
UV filter       °  SCEK .    

       ° PRI SCEK .   
       ° PRI SCEK .   

  Power supply unit:    ECG    W  CVGKE 
 W  CVGKE  
 W  CVGKE 

 HIT-TC-CE / G .    / /  W °  SCEK .   
UV filter  only for ECG operation    ° PRI SCEK .   

       ° PRI SCEK .   

  Power supply unit:    ECG   W  CVGME  
 W  CVGKE  
 W  CVGKE 

4.9”

6.1”

4.9”

5.9”

5.9”

5.3”

7.9”   HIPAR  / E    /  W   SCEK .    

Power supply unit:    ECG   W  CVGKE 
 W  CVGKE  

 HST-CRI / GX -    /  W °  SCEK .   
UV filter  only for ECG operation    ° PRI SCEK .   
Food   

Power supply unit:    ECG    W  CVGKE 
 W  CVGKE 

8.5”  TC-TEL / GX q- -    / /  W  SCEK .   

   Power supply unit:          ECG / /  W   CVGE   also as dimmable version

Recessed Spotlights | Scene®   | Step by step…



Scene®  Deluxe

Deluxe stands for the superior quality of this recessed 

luminiare series. The surface of the recessed flange is from 

brushed aluminium and creates an elegant and highgrade 

approach in combination with its round shape. The luminaire 

series Scene Deluxe comes with mounted light heads.
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Frame

SCER .

 Ø 
DS 

7.2”

7.8”

7.8”

7.8”

14.6”

21.3”

7.8”

Frame

SCER .

  with mounting
 stencil

DS 

Frame

SCER .

  with mounting
 stencil

DS 

Frames
-lamp

-lamp

-lamp

Accessories     Color filters:      red FS  / 
  orange FS  / 
  green FS  / 
  blue FS  /  
  yellow FS  / 

 Special filters:                                   Lifestyle FS /
  UV FS /

Honey comb louvre:                    black ZBW   (not suitable for QR  and HIPAR )

Filter for bakery products  FB .   
Filter for meat and sausage products  FF .  

 for ET                 LM                                         Wattage  Light head       LVK
     
  QR  / G  max.  W  - SCEK .  -

   Power supply unit:  Transf.  VA  TRE /SW

  HIPAR  / GX .  /  W  - SCEK .  -

   Power supply unit:   ECG  W  CVGKE  
     W  CVGKE 

  QT  / GY .  max.  W ˚ SCEK .  
  Safety glass   ˚ SCEK .  
     ˚ PRI SCEK .  
     ˚ PRI SCEK .  

   Power supply unit:  Transf.  VA  TRE /SW

 5.5”

5.5”

5.5”

3.0”

5.5”

5.5”

 HIT-CE / G  /  W ˚ SCEK .  
  UV filter   ˚ PRI SCEK .  
     ˚ PRI SCEK .  

˚ PRI SCEK .  

   Power supply unit:   ECG  W  CVGKE 
     W  CVGKE 

  HIT-TC-CE / G .  /  W ˚ SCEK .  
  UV filter only for ECG operation  ˚ SCEK .  
     ˚ PRI SCEK .  

   Power supply unit:   ECG  W  CVGKE 
     W  CVGKE 

  HST-CRI / GX -  /  W ˚ SCEK .  
  UV filter only for ECG operation  ˚ PRI SCEK .  

Food 
   Power supply unit:   ECG     W  CVGKE 
     W  CVGKE 

Scene®  Deluxe | recessed spotlights

recessed luminaire individually fittable with light heads
recess depth ET depends on selected light head
not suitable for sheet steel ceilings
 no-tool ceiling mounting via adjustable clamping 
springs, mounting stencil included 
light heads move in all directions via gimbals
 aluminium coated recessed frame made from metal, optional 
with black or with decor stripes, gimbals made from die-cast

�
�
�
�

�
�

easy relamping 
specular reflectors made from highest-grade aluminium
 PRI reflector technique for glare-free light and maximum  
luminous efficiency
lamp position vertical
ready to plug-in to ECG and transformer
power supply unit or LTS powerpack to be ordered separately
 protection class III applies only in combination with suitable transformer
color of light heads: silver, black, white

�
�
�

�
�
�
�
�

Light heads fully mounted, Ø= 5.5”
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safety
glass

Recessed Spotlights | Scene®  Deluxe | Step by step...

0.04”-1.6”

0.04”-1.6”

0.04”-1.6”



Scene® /  single luminaires with double

gimbal joint light heads – circular shape.

Glare free illumination with powerful output.

Accented illumination is its speciality.

Scene®   /  
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 light head moves in all directions via gimbals
 optionally no-tool mounting into ceiling with 
bracing springs (SCE ) or leaf springs (SCE )
 different ceiling thickness for bracing springs 
(0.4”-1.2”) and leaf springs ( 0.04”-0.6”)
easy relamping via removable safety glass
luminaire made from high-grade die-cast and metal
specular reflector made from highest-grade aluminium
 lamp position vertical 

�
�

�

�
�
�
�

SCE  /  | recessed spotlights

 PRI reflector technique for glare-free light 
and maximum luminous efficiency
ready to plug-in to ECG and transformer
power supply unit to be ordered separately
 protection class III applies only in combination with  
suitable transformer
 special filters for bakery or meat & sausage products 
available as accessories, only for luminaires with HST-CRI 
color: silver, white, RAL
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 LM                                     Wattage  Bracing spring  DS KVL bl TE 

 QR  / G   max.  W   SCE .   

 Power supply unit:  Transf.   VA  TRE /SW
      VA   TRE /SW

 QT  / GY .   max.  W °  SCE .      
 Safety glass °  SCE .   

     ° PRI SCE .   
 
 Power supply unit: Transf.   VA  TRE /SW
         VA  TRE /SW  

 HIT-TC-CE / G .   / /  W °  SCE .     
 UV filter    °  SCE .    

     ° PRI SCE .    
      ° PRI SCE .    

 Power supply unit:   ECG  W  CVGME  
      W  CVGKE  
      W  CVGKE  

 HIT-CE / G   /  W °  SCE .     
 UV filter    ° PRI SCE .    

     ° PRI SCE .    
      ° PRI SCE .    

 Power supply unit:  ECG  W  CVGKE  
      W  CVGKE  
     CCG  W  CVG 
      W  CVG 

 HIPAR  / GX .   /  W SCE .     

 Power supply unit:  ECG  W  CVGKE 
      W  CVGKE 

 HST-CRI / GX -   /  W

0.4”-1.2” 6.5”
6.5”
6.5”

6.5”

6.5”
6.5”
6.5”
6.5”

6.5”
6.5”
6.5”
6.5”

6.5”
6.5”
6.5”

6.5” 6.3”

6.3”
6.3”
6.3”

6.3”
6.3”
6.3”
6.3”

6.3”
6.3”
6.3”
6.3”

6.3”

6.3”

1.3

1.8
1.8
1.8

2.0
2.0
2.0
2.0

2.0
2.0
2.0
2.0

2.4
2.4
2.4

1.5

4.3”

4.3”
4.3”
4.3”

4.7”
4.7”
4.7”
4.7”

5.3”
5.3”
5.3”
5.3”

5.3”
5.3”
5.3”

5.3”

6.3”
6.3”

0.4”-1.2”
0.4”-1.2”

0.4”-1.2”

0.4”-1.2”
0.4”-1.2”
0.4”-1.2”
0.4”-1.2”

0.4”-1.2”
0.4”-1.2”
0.4”-1.2”
0.4”-1.2”

0.4”-1.2”
0.4”-1.2”
0.4”-1.2”

0.4”-1.2”

 0.04”-0.6”
 0.04”-0.6”
 0.04”-0.6”

 0.04”-0.6”
 0.04”-0.6”
 0.04”-0.6”
 0.04”-0.6”

 0.04”-0.6”
 0.04”-0.6”
 0.04”-0.6”
 0.04”-0.6”

 0.04”-0.6”
 0.04”-0.6”
 0.04”-0.6”

 0.04”-0.6”

 0.04”-0.6”

 °  SCE .     
 UV filter    ° PRI SCE .    
 Food    ° PRI SCE .     

  
 Power supply unit:  ECG  W  CVGKE 
      W  CVGKE 

Filter for meat and sausage products  FF .
Filter for bakery products   FB .

 
[ ]  Honeycomb louvre: black ZBW  

(not suitable for QR  and HIPAR )
[ ]  Ceiling reinforcement ring   SCE .

 (only for fastening with leaf spring)

Leaf spring  DS 

SCE .  

TRE /SW
TRE /SW

SCE .  
SCE .  
SCE .  

TRE /SW
TRE /SW

SCE .  
SCE .  
SCE .  
SCE .  

 
CVGME 
CVGKE 
CVGKE 

SCE .  
SCE .  
SCE .  
SCE .  

CVGKE 
CVGKE 
CVG 
CVG 

SCE .  

CVGKE 
CVGKE 

SCE .  
SCE .  
SCE .  
 
CVGKE 
CVGKE 

Fastening with bracing springs
optimised for ceiling thickness 

Fastening with leaf springs
optimised for ceiling thickness 

0.4”-1.2” 0.04”-0.6”

Accessories  [ ] Color filters:
red
orange
green
blue
yellow

FS /
FS /
FS /
FS /
FS /

 Special filter UV  FS /  
 Special filter Lifestyle  FS /

Ø 7.0”

DS

ET

Recessed Spotlights | Scene®  



light head moves in all directions via gimbals
 optionally no-tool mounting into ceiling with 
bracing springs (SCE ) or leaf springs (SCE )
 different ceiling thickness for bracing springs 
(0.4”-1.2”) and leaf springs ( 0.04”-0.6”)
easy relamping via removable safety glass
luminaire made from high-grade die-cast and metal
 PRI reflector technique for glare-free light 
and maximum luminous efficiency

�
�

�

�
�
�

SCE  /  | recessed spotlights
specular reflector made from highest-grade aluminium 
lamp position vertical
 ready to plug-in to ECG, -pole terminal 
block for connection of transformer
power supply unit to be ordered separately
 protection class III applies only in combination with  
suitable transformer
 special filters for bakery or meat & sausage products 
available as accessories, only for luminaires with HST-CRI 
color: silver, white, RAL 
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 LM   Wattage  Bracing spring  DS  KVL lb TE 

 QT  / GY .   max.  W °  SCE .   
 Safety glass   °  SCE .  

     ° SCE .  
      ° PRI SCE .  

 Power supply unit: Transf.   VA  TRE 
      VA  TRE 

 HIT-TC-CE / G .   /  W ° PRI SCE .   
 UV filter    ° PRI SCE .  

  
 Power supply unit:  ECG  W  CVGKE  
      W  CVGKE  

 HIT-CE / G   / /  W °  SCE .   
UV filter    °  SCE .  

     ° PRI SCE .  
      ° PRI SCE .  
 
 Power supply unit:  ECG  W  CVGKE  
       W  CVGKE  
      W  CVGKE  
     CCG  W  CVG 
      W  CVG 
      W  CVG 

 HST-CRI / PG -   /  W °  SCE .   
UV filter    °  SCE .  
Food    ° PRI SCE .  

  
 Power supply unit: CCG  W  CVG 
      W  CVG 

Leaf spring  DS  

SCE .  
SCE .  
SCE .  
SCE .  
 
TRE 
TRE 

SCE .  
SCE .  
 
CVGKE  
CVGKE 

SCE .  
SCE .  
SCE .  
SCE .  
 
CVGKE  
CVGKE  
CVGKE  
CVG 
CVG 
CVG 

SCE .  
SCE .  
SCE .  

CVG 
CVG 

 Filter for meat and sausage products   FF .
 Filter for bakery products FB .

[ ] Ceiling reinforcement ring SCE .
 (only for fastening with leaf spring)

Accessories  [ ] Color filters:
    red  FS /
    orange  FS /
    green  FS /
    blue  FS /
    yellow  FS /

 Special filter UV  FS /  
 Special filter Lifestyle  FS /

Ø 8.6”

DS

ET

Fastening with bracing springs
optimised for a ceiling thickness 

Fastening with leaf springs
optimised for a ceiling thickness 

Recessed Spotlights | Scene®  

0.4”-1.2” 0.04”-0.6”

0.4”-1.2”
0.4”-1.2”
0.4”-1.2”
0.4”-1.2” 8.1” 7.9”

7.9”
7.9”
7.9”

7.9”
7.9”
7.9”
7.9”

7.9”
7.9”
7.9”

7.9”
7.9”

2.4
2.4
2.4
2.4

2.9
2.9
2.9
2.9

2.6
2.6
2.6

2.6
2.6

4.3”
4.3”
4.3”
4.3”

5.1”
5.1”
5.1”
5.1”

7.7”
7.7”
7.7”

4.5”
4.5”

8.1”
8.1”
8.1”

8.1”
8.1”
8.1”
8.1”

8.1”
8.1”

8.1”
8.1”
8.1”

0.4”-1.2”
0.4”-1.2”

0.4”-1.2”
0.4”-1.2”
0.4”-1.2”
0.4”-1.2”

0.4”-1.2”
0.4”-1.2”
0.4”-1.2”

0.04”-0.6”
0.04”-0.6”
0.04”-0.6”
0.04”-0.6”

0.04”-0.6”
0.04”-0.6”
0.04”-0.6”
0.04”-0.6”

0.04”-0.6”
0.04”-0.6”

0.04”-0.6”
0.04”-0.6”
0.04”-0.6”



Scene®  

The semi-gimbal joint recessed 

luminaires can be fitted into different

recessed frames. The luminaires can be

exchanged without tools and replaced

and/ or adjusted anytime on site.

Step by step…
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 recessed luminaire with individual light heads / lamps 
available, no-tool installation via snap-in fastening
recess depth ET depends on selected light head
 no-tool mounting of the recessed frame 
via adjustable clamping springs
light heads rotatable and pivotable via gimbal
easy relamping
 recessed frame made from metal, light heads 
made from die-cast and polycarbonate

�

�
�

�
�
�

Scene® 6 | recessed spotlights

specular reflectors made from highest-grade aluminium
 PRI reflector technique for glare-free light 
and maximum luminous efficiency
ready to plug-in to power supply unit
power supply units or LTS powerpack to be ordered separately
 protection class III applies only in combination 
with suitable transformer
 colors: recessed frame: silver, white, RAL  
light head: silver, white, black, RAL

fl
fl

fl
fl
fl

fl

Re
né

 L
ez

a
rd

, D
üs

se
ld

or
f

Page 

  
IP

120V
12V

60 Hz

UV filter

safety
glass

Recessed Spotlights | Scene®   | Step by step…



Order No.               lb

SCER .  

  6.5” x 6.5”

14.0” x 6.5”

21.5” x 6.5”

Ø 6.9”

Ø 14.0”

14.0” x 14.0”

DS 0.07” - 2.0”

0.07” - 2.0”

0.07” - 2.0”

0.07” - 2.0”

0.07” - 2.0”

0.07” - 2.0”

0.07” - 2.0”

SCER .  

DS 

SCER .  

    
DS 

SCER .  

    
DS 

SCER .  

DS 

SCER .  

 

6.5”

14.0”

14.0”

6.5”

DS 

SCER .  

    
DS 

Frames Light heads for combination, Ø= 6.1”

1-lamp, square

1-lamp, circular

2-lamp, rectangular

3-lamp, rectangular

3-lamp, circular

3-lamp, corner frame

4-lamp, square

Ø 

Ø 

ET                                LM                                      Wattage  Order No.            LVK     lb

  QR  / G  max.  W 0.7

0.7

1.4
1.4
1.4
1.4

1.4

1.5
1.5
1.5
1.5

1.5
1.5
1.5
1.5

1.5
1.5

1.5

  -  SCEK .  - 

   Power supply unit:  Transf.  VA   TRE /SW  

5.3”   HIPAR  / GX .  /  W  -  SCEK .  - 

Power supply unit:  ECG   W  CVGKE 
 W  CVGKE 

3.9”1.5

7.5”

7.5”

7.5”

7.5”

7.5”

15.0”

22.4”

14.6”

15.0”

15.0”

15.0”

15.0”

1.1

2.9

5.2

3.7

4.2

5.1

3.9”

7.9”

  QT  / GY .  max.  W °  SCEK .   
Safety glass    °  SCEK .   

     ° PRI SCEK .   

    ° PRI SCEK .   

Power supply unit:  Transf.  VA   TRE /SW

5.9”

5.9”

5.9”

5.5”

  HIT-CE / G  /  W °  SCEK .    
UV filter     ° PRI SCEK .    

     ° PRI SCEK .   

    ° PRI SCEK .    

Power supply unit:   ECG   W  CVGKE 
 W  CVGKE 

  HIT-TC-CE / G .  /  W °  SCEK .    
UV filter  only for ECG operation  °  SCEK .    

     ° PRI SCEK .    
° PRI SCEK .    

Power supply unit:   ECG   W  CVGKE 
   W  CVGKE 

   HIPAR  / E  /  W   SCEK .  - 

Power supply unit:   ECG   W  CVGKE 
 W  CVGKE 

  HST-CRI / GX -  /  W °  SCEK .    
Safety glass only for ECG operation  ° PRI SCEK .    
Food  Power supply unit:   ECG     W  CVGKE 

 W  CVGKE 

   TC-TEL / GX q- -  / /  W  SCEK .   
Light head fixed

Power supply unit:   ECG included

Accessories      Color filters: red FS  / 
  orange FS  / 
  green FS  / 
  blue FS  /  
  yellow FS  / 

 Special filter Lifestyle  FS /
 Special filter UV  FS /

Filter for bakery products  FB .   
Filter for meat and sausage products  FF .  

Recessed Spotlights | Scene®   | Step by step…



Scene®  

The slightly relegated gimbal joint

recessed luminaires are available with 

one, two or three lamps. The lightheads 

can have different wattages and can be 

combined on site.

Step by step…
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Scene®   | recessed spotlights

 recessed luminaire with individual light heads / lamps 
available, no-tool installation via snap-in fastening
light head recessed 0.8” into frame
recess depth ET depends on selected light head
 no-tool mounting of the recessed frame 
via adjustable clamping springs
light heads rotatable and pivotable via gimbal
 recessed frame made from metal, light heads 
made from die-cast and polycarbonate

�

�
�
�

�
�

easy relamping 
specular reflectors made from highest-grade aluminium
 PRI reflector technique for glare-free light 
and maximum luminous efficiency
ready to plug-in to power supply unit
power supply units or LTS powerpack to be ordered separately
 protection class III applies only in combination 
with suitable transformer
 colors: recessed frame: silver, white, RAL  
light head: silver, white, RAL

�
�
�

�
�
�

�
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Order No.           lb

SCER .  

 
DS 

SCER .  

  
DS 

SCER .  

  
DS 0.04”-1.2”

7.9” x 7.9”

15.7” x 7.9”

23.6” x 7.9”

0.04”-1.2”

0.04”-1.2”

Frames

-lamp

-lamp

-lamp

ET                                LM                                    Wattage  Order No.         LVK      lb

  QR  / G  max.  W 0.7

0.7

1.3
1.3
1.3
1.3

1.5
1.5
1.5
1.5

1.5
1.5
1.5
1.5

1.5

1.5
1.5

1.3

 -  SCEK .  - 

Power supply unit:  Transf.  VA   TRE /SW  

  HIPAR  / GX .  /  W  -  SCEK .  - 

Power supply unit:  ECG   W  CVGKE 
 W  CVGKE 

4.7”1.5

2.2

8.8”

8.8”

16.9”

25.0”

8.8”

8.8”

0.7”

0.7”

0.7”

3.1

6.1”

4.7”    QT  / GY .  max.  W °  SCEK .   

 Safety glass °  SCEK .   
     ° PRI SCEK .   

    ° PRI SCEK .   

Power supply unit:  Transf.  VA   TRE /SW

6.7”

6.7”

6.7”

6.3”

8.7”

  HIT-CE / G  /  W °  SCEK .    
UV filter     ° PRI SCEK .    

     ° PRI SCEK .   

    ° PRI SCEK .    

Power supply unit:  ECG   W  CVGKE 
 W  CVGKE 

  HIT-TC-CE / G .  /  W °  SCEK .    
UV filter  only for ECG operation   °  SCEK .    

     ° PRI SCEK .    
° PRI SCEK .    

Power supply unit:  ECG   W  CVGKE 
   W  CVGKE 

   HIPAR  / E  /  W   SCEK .  - 

Power supply unit:  ECG   W  CVGKE 
 W  CVGKE 

  HST-CRI / GX -  /  W °  SCEK .    
Safety glass only for ECG operation  ° PRI SCEK .    
Food  Power supply unit:   ECG     W  CVGKE 

 W  CVGKE 

   TC-TEL / GX q- -  / /  W  SCEK .   
Light head fixed

Power supply unit:   ECG included

Light heads  for combination, Ø= 6.1”

Accessories      Color filters: red FS  / 
  orange FS  / 
  green FS  / 
  blue FS  /  
  yellow FS  / 

 Special filter Lifestyle  FS /
 Special filter  UV  FS /

Filter for bakery products  FB .   
Filter for meat and sausage products  FF .  

Recessed Spotlights | Scene®   | Step by step…



Wallwasher Vario convinces with 

perfect lighting features and 

sophisticated lighting technique. 

The wallwasher is ° pivotable and 

provides a perfectly even light on all 

vertical surfaces with minimum glare.Vario



Wallwasher Professional
luminaire unit pivots out °, continous position detent
 no-tool mounting of ceiling recessed frame via adjustable clamping 
springs, luminaire unit with suspension bracket
easy relamping via removable safety glass
luminaire unit and ceiling recessed frame made from metal
 reflector with matt structure made from highest-grade  
aluminium, asymmetrical light distribution

�
�
�

�
�
�

safety glass partly white matted
lamp position horizontal
ready to plug-in to power supply unit
 power supply unit to be ordered separately for HIT and HST 
luminaires
 special filters for bakery or meat & sausage products available 
as accessories, only for luminaire with HST-CRI 
color: silver, white, RAL

�
�
�
�

�

�

VFCP | wallwasher

 LM                                       Wattage      Order No.        AM  ET  DS  LVK    lb

 HIT-DE-CE / RX s   W 8.8”x8.8” 7.9”x7.9” 2.9”

4.0”

2.2”

3.1”

6.2”

4.4”
5.1”

0.2”-1.2”

0.2”-1.2”

0.2”-1.2”

0.2”-1.2”

0.2”-1.2”

0.2”-1.2”
0.2”-1.2”

7.9”x7.9”

7.9”x7.9”
7.9”x10.3”

7.9”x10.3”

7.9”x10.3”

6.6”x6.6”

4.1”

4.1”

4.1”

4.1”

4.1”

4.1”
4.1”

8.8”x8.8”

8.8”x8.8”

8.8”x11.2”

8.8”x11.2”

8.8”x11.2”

7.5” x7.5”

VFCP      
 
 Power supply unit:    ECG  W CVGKE  

   CCG  W CVG 

 HIT-DE-CE / RX s-     W VFCP    
 UV filter

 Power supply unit:  ECG  W CVGKE  
  CCG  W CVG 

 HIT-CE / G  /  W VFCP .    

 Power supply unit:  ECG  W CVGKE  
   W CVGKE  

  CCG  W CVG 
   W CVG 

 HST-CRI / PG -   /  W VFCP   
 Food 

 Power supply unit:  CCG  W CVG 
    W CVG 

 TC-TELI / GX q-   W VFCP    
 
 Power supply unit:  ECG     CVGE  included

 TC-TEL / GX q- -  /  W VFCP   
   /  W VFCP    
 
 Power supply unit:  ECG     CVGE  included

Accessories

Filter for bakery products     FB . .   
Filter for meat and sausage products     FF . .

 ET

AM

40˚

safety
glass

120V
60 Hz IP

Recessed Spotlights | Vario Professional  | Wallwasher
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 Wallwasher Classic
recessed spotlight with rectangular recessed frame
luminaire pivots out °, continuos position detent
 no-tool mounting of ceiling recessed frame via adjustable 
clamping springs, luminaire unit with suspension bracket
easy relamping, lamp position horizontal

�
�
�
�

�

luminaire unit and ceiling recessed frame made from metal
 reflector made from highest-grade aluminium 
with highly polished structure
color: silver, white, RAL

�
�

�

VFC / VFCT | wallwasher | HIT | rectangular

 LM                                       Wattage         Order No.           DS  ET            LVK       lb

 HIT-CE / G  /  W 0.2”-1.2”

5.9”-8.3”
5.9”-8.3”

5.9”-9.6”
5.9”-9.6”

5.9”-8.3” 5.1” 3.3

5.9”-7.1” 4.1”

4.1”
4.7”

4.7”
4.7”

3.1
3.1

0.2”-1.2”

0.2”-1.2”

0.2”-1.2”
0.2”-1.2”

 VFCT    2.9

3.3
3.5

  

 HIT-DE-CE / RX s  W  VFC *   
 HIT-DE-CE / RX s-   W  VFC *   

 Power supply unit:  ECG    W CVGKE   CCG    W CVG 
    W CVGKE    W CVG 
    W CVGKE    W CVG 

Accessories Anti-dazzle louvre VFC: silver, black, white ZBL  
 Anti-dazzle louvre VFCT: silver, black, white ZBL 

ET

VFC
VFCT

40°

VFC  | wallwasher | HST-CRI

40˚

ET

VFC  | wallwasher | QT-DE /

 LM                                     Wattage     Order No.         DS  ET           LVK       lb  

 QT-DE /  / R s max.  W  VFC   
 Contact gap lamp = 4.5”

 
Accessories  Anti-dazzle louvre: silver, black, white ZBL  

ET

6.6” x 9.4”

6.6” x 10.1”

6.6” x 9.4”
6.6” x 8.2”

40˚

IPUV filter

*

ready to plug-in to power supply unit
power supply unit to be ordered separately

�
�

IP

UV filter

120V
60Hz

120V
60Hz

120V
60Hz

IP

 LM                                  Wattage     Order No.          Reflector    DS  ET      LVK      lb

 HST-CRI / PG -  /  W  VFC  silver  
    VFC  gold  

 Power supply unit:  CCG  W CVG 
     W CVG   

Accessories  Special filter UV   FS / .
 Filter for bakery products  FB . .
 Filter for meat and sausage products FF . .

 Anti-dazzle louvre: silver, black, white ZBL 

ready for connection�

ready to plug-in to power supply unit
power supply unit to be ordered separately

�
�

Recessed Spotlights | Vario Classic  | Wallwasher



VFC / VFCT  | wallwasher  | HIT  | round

VFC / VFCT | wallwasher | HIT | panel ceilings
 

*

IPUV filter
recessed spotlight with round recessed frame
 luminaire pivots out °, continuos  
position detent
 no-tool mounting of ceiling recessed frame via adjustable 
clamping springs, luminaire unit with suspension bracket
easy relamping, lamp position horizontal
 luminaire unit and ceiling recessed 
frame made from metal
 reflector  made from highest-grade aluminium 
with highly polished structure
ready to plug-in to power supply unit
power supply unit to be ordered separately
color: silver, white, RAL

�
�

�

�
�

�

�
�
�

 LM                                       Wattage         Order No.          DS  AD      ET         LVK      lb

 HIT-CE / G  /  W 0.2”-1.2” 8.3”

9.4”
9.4”

9.6”

10.8”
10.8”

4.1”

4.1”
4.7”

4.0

4.2
4.2

0.2”-1.2”
0.2”-1.2”

  VFCT   

 HIT-DE-CE / RX s  W  VFC *   
 HIT-DE-CE / RX s-   W  VFC *   

 Power supply unit:  ECG    W CVGKE 
    W CVGKE 
    W CVGKE 

   CCG    W CVG 
     W CVG   

    W CVG 

Accessories Anti-dazzle louvre VFC: silver, black, white ZBL 
 Anti-dazzle louvre VFCT: silver, black, white ZBL 

120V
60 Hz

IP

UV filter

*

ET

11.2” x 11.2”

40°
 always indicate panel type when ordering or inquiring Module 
luminaire pivots out °, continuos position detent
easy ceiling mounting via support rails with height adjustment
no-tool mounting of luminaire unit via suspension bracket 
easy relamping, lamp position horizontal
luminaire unit and ceiling recessed frame made from metal
 reflector  made from highest-grade aluminium 
with highly polished structure
ready to plug-in to power supply unit
power supply unit to be ordered separately
color: silver, white, RAL

�
�
�
�
�
�
�

�
�
�

 LM                                       Wattage         Order No.                  ET              LVK          lb

 HIT-CE / G  /  W  VFCT   

 HIT-DE-CE / RX s  W  VFC *   
 HIT-DE-CE / RX s-   W  

4.1”

4.1”
4.7”

5.3

5.5
5.5VFC *   

 Power supply unit:  ECG    W CVGKE 
    W CVGKE 
    W CVGKE 
   CCG    W CVG 

     W CVG   
    W CVG 

Accessories  Anti-dazzle louvre VFC: silver, black, white ZBL  
 Anti-dazzle louvre VFCT: silver, black, white ZBL 

40˚

ET

10.8”     VFC
9.6”       VFCT

Recessed Spotlights | Vario Classic | Wallwasher

120V
60 Hz



VFCX  | wallwasher  | HIT-DE-CE

VFCX  | wallwasher  | HST-CRI

 ET 

8.9” x 5.4”

40˚

 ET 

5.4” x 9.7”

40˚

IP  

120V
60 Hz

120V
60 Hz

IP

 LM                                       Wattage         Order No.           DS  ET          LVK        lb

 HIT-DE-CE / RX s  W 0.2”-1.2” 7.7”-4.1” 2.2

2.0

4.2”

4.1”8.5”-4.1”0.2”-1.2”

  VFCX    

 Power supply unit:  ECG  W CVGKE 
   CCG  W CVG 

 LM                                     Wattage           Order No.            DS  ET            LVK      lb

 HST-CRI / PG -  /  W  VFCX   

 Power supply unit: CCG  W CVG 
    W CVG 

Wallwasher Standard
luminaire pivots out °, continuos position detent
no-tool ceiling recess via adjustable bracing springs
 luminaire unit made from high-grade aluminium, 
recessed frame made from metal
 easy relamping 

�
�
�
�

�

 reflector made from highest-grade aluminium 
with highly polished structure
ready to plug-in to power supply unit
power supply unit to be ordered separately
color: silver, white

�

�
�
�

UV filter

Recessed Spotlights | Vario Standard | Wallwasher
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VFC  | wallwasher  | TC-DEL

 LM                             Wattage  Order No.                       DS  ET      LVK     lb

 TC-D / G d-   x  W  LCG   VFC   
 TC-DEL / G q-   x  W  ECG VFC  E   

   ECG dim.  VFC  DIM/ -   
   ECG dim.  VFC  DIM/DIG  

ET

40˚

6.6” x 11.9”

VFC  | wallwasher  | TC-L

 LM                     Wattage  Order No.                          DS  ET      LVK   lb

 TC-L / G   x  W ECG  VFC  E   
ECG dim.  VFC  DIM/ -   
ECG dim.  VFC  DIM/DIG  

ET

40˚

6.6” x 20.0”

 LM                        Wattage  Order No.                            DS  ET      LVK   lb

 TC-F / G   x  W ECG  VFC  E   
ECG dim.  VFC  DIM/ -   
ECG dim.  VFC  DIM/DIG  

ET

6.6” x 12.3”

40˚
luminaire pivots out °, continuos position detent
 no-tool mounting of ceiling recessed frame via adjustable 
clamping springs, luminaire unit via suspension bracket
easy relamping
luminaire unit and recessed frame made from metal
reflector with matt structure made from highest-grade aluminium
lamp position horizontal
LCG and ECG integral in luminaire, dimmable ECG as separate unit
 LCG version with -pole terminal block, ECG version ready for 
connection, dimmable luminaires with -pole connection box
colour: silver, white

�
�

�
�
�
�
�
�

�

120V
60 Hz

IP

IP

luminaire pivots out °, continuos position detent
 no-tool mounting of ceiling recessed frame via adjustable 
clamping springs, luminaire unit via suspension bracket
easy relamping
 luminaire unit and recessed frame made from 
metal, ECG housing made from aluminium
reflector with matt structure made from highest-grade aluminium
lamp position horizontal
ECG as separate unit, ready for connection
color: silver, white

�
�

�
�

�
�
�
�

VFC  | wallwasher  | TC-L

IP

luminaire pivots out °, continuos position detent
 no-tool mounting of ceiling recessed frame via adjustable 
clamping springs, luminaire unit via suspension bracket
easy relamping
luminaire unit and recessed frame made from metal
reflector with matt structure made from highest-grade aluminium
lamp position horizontal
ECG as separate unit, ready for connection
colour: silver, white

�
�

�
�
�
�
�
�

 Dimming

 Dimming

 Dimming

Recessed Spotlights | Vario Classic  | Wallwasher

0.2”-1.2” 5.9”-9.6” 4.1”
4.1”
4.1”
4.1”

4.1”
4.1”
4.1”

4.1”
4.1”
4.1”

4.4
4.2
4.2
4.2

8.8
8.8
8.8

7.0
6.4
6.4

5.9”-9.6”
5.9”-9.6”
5.9”-9.6”

0.2”-1.2”
0.2”-1.2”

0.2”-1.2” 5.9”-18.9”

5.9”-11.2”
5.9”-11.2”
5.9”-11.2”

5.9”-18.9”
5.9”-18.9”

0.2”-1.2”
0.2”-1.2”

0.2”-1.2”
0.2”-1.2”

0.2”-1.2”

0.2”-1.2”

120V
60 Hz

120V
60 Hz



EM  | wallwasher  | TC-L | insert luminaire

 LM                         Wattage  Order No.               ET           LVK          lb

 TC-L / G   x  W  LCG 4.1”
4.1”

4.1”

9.7
10.3

11.7

  EM   
   ECG   EM  E   

EM  | wallwasher  | TC-F | insert luminaire  

 LM                         Wattage  Order No.               ET            LVK         lb

 TC-F / G   x  W  LCG   EM   

VFCW | wallwasher  | TC-L

 LM                         Wattage  Order No.              DS  ET           LVK      lb

 TC-L / G   x  W  ECG 0.2”-1.2”
0.2”-1.2”

6.7”-19.3”
6.7”-24.1”

4.7”
4.7”

5.7”
6.2”

  VFCW  E    
   x  W  ECG   VFCW    

40˚

24.3” x 12.2”

ET

18.0” x 4.5”

 ET 

36 W
55 W

7.8” x 20.4”
7.8” x 25.2”

40˚

24.3” x 12.2”

ET

15.7” x 4.5”

IP

120V
60 Hz

IP

IP

module for ceiling systems with visible T-profile
luminaire pivots out °, continuos position detent
easy insert mounting of ceiling module
no-tool mounting of luminaire unit via suspension bracket
easy relamping
 luminaire unit and ceiling module made from 
metal, ECG housing made from aluminium
reflector with matt structure made from highest-grade aluminium
lamp position horizontal
LCG integral, ECG as separate unit
LCG compensated, with starter
 ECG version ready for connection,  
LCG version with -pole terminal block 
color: silver, white

�
�
�
�
�
�

�
�
�
�
�

�

module  for ceiling systems with visible T-profile24.6” x 12.8”

24.6” x 12.8”

luminaire pivots out °, continuos position detent
easy insert mounting of ceiling module
no-tool mounting of luminaire unit via suspension bracket
easy relamping
luminaire unit and ceiling module made from metal
reflector with matt structure made from highest-grade aluminium
lamp position horizontal
LCG integral, compensated and with starter

-pole terminal block
color: silver, white

�
�
�
�
�
�
�
�
�
�
�

luminaire fixed with optic flush with ceiling
 no-tool mounting of ceiling recessed frame via adjustable 
clamping springs, easy installation of the luminaire unit
easy relamping
ceiling recessed frame made from metal
 reflector with matt structure made from highest-
grade aluminium, asymmetrical light distribution
lamp position horizontal
LCG integrated, with starter

-pole connection box
color: silver, white

�
�

�
�
�

�
�
�
�

Recessed Spotlights | Vario insert luminaire | Wallwasher

120V
60 Hz

120V
60 Hz



The recessed illumination series convinces by

its outstanding reflectors. The luminaires 

become design features for today’s architecture.

HERO  | recessed luminaires

 LM Wattage  Order No.              DS  ET       LVK      lb

 QT  / GY .  max.  W ° PRI HERO .    
 Safety glass ° PRI HERO .   

 Power supply unit: Transf.  VA  TRE /SW

 HIT-TC-CE / G .  / /  W ° PRI HERO .    
 UV filter   ° PRI HERO .   

 Power supply unit:  ECG  W  CVGME  
   W  CVGKE  
   W  CVGKE  

 TC-DEL / G q-   x /  W   HERO .    

 Power supply unit:  ECG included

 QPAR -FL / E   W  Flood  HERO .   -  

 Power supply unit: without 

  (mains halogen)

4.4”

ø5.5”

ET

Hero
recessed luminaire with protruding light cone
 no-tool ceiling mounting via adjustable double leaf springs,  
luminaire unit with bayonet catch
easy relamping
 light cone made from highest-grade aluminium,  
exterior matt anodised, interior highly polished
cover ring made from high-grade die-cast
specular inner reflector made from highest-grade aluminium

�
�

�
�

�
�

 PRI reflector technique for glare-free light and maximum luminous efficiency
lamp position vertical
ready to plug-in to ECG, transformer and mains (QPAR )
 power supply unit to be ordered separately for HIT-TC-CE and QT , 
included for TC-DEL (ready for connection )

 protection class III applies only in combination with suitable transformer
 color combinations: light cone: alu anodised 
cover ring: silver or white

�
�
�
�

�
�

  
IP

120V
12V

60 HzUV filtersafety
glass

0.04”-1.0” 4.1”

4.1”

4.1”
4.1”

4.1”
4.1”

1.8

1.8

1.8
1.8

1.8
1.8

4.7”

3.1”

4.7”
4.7”

2.4”
2.4”

0.04”-1.0”

0.04”-1.0”
0.04”-1.0”

0.04”-1.0”
0.04”-1.0”



HERO  | recessed luminaires

 LM                                         Wattage  Order No.               DS  ET        LVK      lb

 QT  / GY .  max.  W ° PRI HERO .    
 Safety glass

 Power supply unit:    Transf.  VA   TRE /SW   Special filter UV: FS /

 HIT-TC-CE / G .  / /  W ° PRI HERO .    
 Safety glass

 Power supply unit:  ECG  W  CVGME   Special filter UV: FS /
   W  CVGKE 
   W  CVGKE 
 

 TC-DEL / G q-  /  W   HERO .   -     .
 TC-DEL / G q-   W   HERO .   -     .

 Power supply unit:  ECG included

 QPAR -FL / E   W Flood HERO .   -    - .

 Power supply unit: without
  (mains halogen)

ø4.3”
0.8”

ET

HERO  | recessed luminaires

 LM                                         Wattage  Order No.              DS  ET       LVK      lb

 QT  / GY .  max.  W ° PRI HERO .    
 Safety glass

 Power supply unit: Transf.  VA  TRE /SW   Special filter UV: FS /

 HIT-TC-CE / G .  / /  W ° PRI HERO .   
 Safety glass

 Power supply unit:  ECG  W  CVGME   Special filter UV: FS /
   W  CVGKE 
   W 

0.04”-1.4” 4.9”

4.9”

4.9”
4.9”

4.9”

5.1”

6.3”

5.1” 1.1

1.16.3”

4.7”
4.7”

2.2

1.3

1.3

1.3

2.2

4.3”

0.04”-1.4”

0.04”-1.4”
0.04”-1.4”

0.04”-1.4”

0.04”-1.4”

0.04”-1.4”

 CVGKE 
 

 TC-DEL / G q-  /  W   HERO .   
 TC-DEL / G q-   W   HERO .   

 Power supply unit:  ECG included

 QPAR -FL / E   W Flood HERO .   - 

 Power supply unit: without
  (mains halogen)

ø5.0”

2.4”

ET  
 IP

120V
12V

60 Hz

 
 IP

recessed luminaire with protruding light cone
no-tool ceiling mounting via adjustable clamping springs,  
luminaire unit with snap-in catch
easy relamping
light cone made from highest-grade aluminium,  
exterior matt anodised, interior highly polished
cover ring with bayonet fastening made from stainless steel
specular inner reflector made from highest-grade aluminium

�
�

�
�

�
�

 PRI reflector technique for glare-free light and maximum luminous efficiency
lamp position vertical

 ready to plug-in to power supply unit, QPAR  ready for connectuion
 power supply unit to be ordered separately for HIT-TC-CE and QT,  
ECG included for TC-DEL (ready for connection)
UV filter available as accessories
protection class III applies only in combination with suitable transformer

�
�
�
�

�
�

safety
glass

Hero Hero 

Recessed Spotlights | Hero

120V
12V

60 Hz
safety
glass
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HERO  | recessed luminaires

 LM Wattage  Order No.               DS  ET       LVK      lb

 QT  / m/G  max.  W 0.2”-1.4” 3.9” 3.3” 1.3”

2.0”

1.5”

1.8”

3.5”

1.8”

3.3”

3.3”

3.9”

3.9”

0.2”-1.4”

0.2”-1.4”

 °  HERO .     
 Power supply unit: without
  (mains halogen)

 QT  / GY .  max.  W °  HERO .     
 Power supply unit: Transf.  VA  TRE 

 HIT-TC-CE / G .  /  W ° PRI HERO .      
Safety glass

 Power supply unit:  ECG  W  CVGME   Special filter UV: FS /
   W  CVGKE  

HERO  | surface-mounted luminaires

ø 4.5”
ø 4.0”

2.7”

6.2”

3.1”

ø 4.0”
ø 4.5”

Hero pendant luminaires see page 

  
IP

 
 IP

easy mounting of the luminaire
easy relamping via light head with bayonet fastening
 luminaire made from high-grade aluminium, 
light effect ring made from polished glass
specular reflector made from highest-grade aluminium

�
�
�

�

lamp position vertical
safety glass included, UV filter available as accessories
 protection class III applies only in combination with  
suitable transformer
color: silver, white, RAL

�
�
�

�

recessed luminaire with light effect ring
 PRI reflector technique for glare-free light and maximum luminous efficiency
 ready to plug-in to ECG, -pole terminal block for connection 
of transformer, QT  ready for connection
power supply unit to be ordered separately

ffi
ffi
ffi

ffi

surface-mounted luminaire with light effect ring
 HERO .  ready for mains connection; HERO .  ready for connection  
with integral electronic transformer (dimming by trailing edge);  
HERO .  ready to plug-in, transformer to be ordered separately

ffi
ffi

 LM                                              Wattage  Order No.                 LVK          lb 

 QT  / m/G  max.  W °  HERO .   

 Power supply unit: without
  (mains halogen)

 QT  / GY .  max.  W °  HERO .   

 Power supply unit:  electronic transformer integral

 QT  / GY .  max.  W °  HERO .   

 Power supply unit:  VA   TRE /SW  Transformer to be ordered separately

Hero Hero 

safety
glass

Recessed Spotlights | Hero  | Recessed Luminaire / Surface-mounted Luminaire

120V
12V

60 Hz

120V
12V

60 Hz



CS  | recessed spotlight  | QR-CBC  

4.3”

ET

60°

EKA  | recessed spotlight  | QR-CBC   

   LM Wattage      white              chrome         gold                DS  ET lb

   QR-CBC  / GU .  max.  W EKA  EKA  EKA  
  
   Power supply unit: Transf.  VA  TRE 

4.4”

ET

60°

IP

recessed spotlight pivots through ° and rotates through °
no-tool mounting into ceiling via bracing springs
suitable for cool beam lamps (IRC only useable up to  W)
easy relamping
luminaire made from high-grade die-cast

-pole terminal block for connection of transformer
transformer to be ordered separately

�
�
�
�
�
�
�

 protection class III applies only in combination 
with suitable transformer
 when using cool beam lamps with aluminium coating, 
reduced heat load in the ceiling void is to be expected

�

�

IP
120V
12V

60 Hz

120V
12V

60 Hz

 recessed spotlight designed with exposed notches, 
pivots out ° and rotates through °
no-tool mounting into ceiling via adjustable bracing springs
suitable for cool beam lamps (IRC only useable up to  W)
easy relamping
 cover ring and luminaire housing made from high-grade die-cast

-pole terminal block for connection of transformer

�

�
�
�
�
�

 transformer and mounting accessories to be ordered separately
 protection class III applies only in combination 
with suitable transformer
 when using cool beam lamps with aluminium coating, 
reduced heat load in the ceiling void is to be expected
color: silver, black, white, RAL

�
�

�

�

   LM Wattage     Order No.          DS  ET         lb

   QR-CBC  / GU .  max.  W CSN  

   Power supply unit:  Transf.  VA  TRE 

  Accessories:  Recessed frame for panel ceiling for module : MP 

  

  

Recessed Spotlights

0.2”-1.2”

0.04”-0.7” 4.1” 4.7” 0.4”

3.9” 3.9” 1.1
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EKS  | recessed spotlight  | QR-CBC

   LM                                    Wattage   Fastening            white             chrome        gold              DS  ET     lb

   QR-CBC  / GU .  max.  W  Bracing springs EKS  EKS  EKS   

   QR-CBC  / GU .  max.  W   Leaf springs  EKS  EKS  EKS   

   Power supply unit: Transf.  VA  TRE 

ET

3.2”

Page 

120V
12V

60 Hz

recessed spotlight pivots through °
 optionally no-tool mounting into ceiling with bracing springs 
(EKS ) for standard ceiling systems or leaf springs (EKS ) 
for concrete casting boxes with ceiling thickness > 0.2”
suitable for cool beam lamps (IRC only useable up to  W)
easy relamping
luminaire made from metal

�
�

�
�
�

 -pole terminal block for connection of 
transformer, with strain relief
transformer to be ordered separately
 protection class III applies only in combination with  
suitable transformer
 when using cool beam lamps with aluminium coating, 
reduced heat load in the ceiling void is to be expected

�

�
�

�

IP

  

Recessed Spotlights

0.04”-0.7” 2.7” 2.6”

2.6”

0.2”

0.2”2.7”0.04”-0.7”
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EKS  | recessed spotlight directed  | QR-CBC

   LM                                         Wattage       white              chrome          gold                silver  ET          lb

   QR-CBC  / GU .  max.  W 4.1” 4.3” 0.7 EKS  EKS  EKS  EKS   

   Power supply unit: Transf.  VA TRE 

ET

ø4.9”

Page 
IP

120V
12V

60 Hz

 glare-free recessed spotlight, lamp rotatable and  
pivotable, relegated by  2.0”
 no-tool mounting into ceiling with leaf springs, suitable 
for concrete casting boxes with ceiling thickness > 0.2”
suitable for cool beam lamps (IRC only useable up to  W)
 highly polished reflector with snap-in fastening, made 
from aluminium, cover ring made from metal

�

�

�
�

 easy relamping
-pole terminal block for connection of transformer, with strain relief

transformer to be ordered separately
 protection class III applies only in combination with  
suitable transformer
 when using cool beam lamps with aluminium coating, 
reduced heat load in the ceiling void is to be expected

�
�
�
�

�
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Recessed Spotlights 



Newline

Decorative recessed luminaires with

protruding glass cylinder or made

from highgrade glass. This recessed

luminaire series offers a wide range

of colour combinations and hence

meets all demands.

Either in restaurants or in hotel

lobbies, the Newline series convinces

by elegance and clear design.



CSD | recessed luminaires  | QR-CBC

   LM                                    Wattage       Decorative ring       Order No.       DS  ET         lb

   QR-CBC  / GU .  max.  W   chrome CSD   
      matt CSD   
      blue CSD   

   Power supply unit: Transf.  VA  TRE 

4.3”

ET

CSD | recessed luminaires  | QT

   LM                                     Wattage          Decorative ring   Order No.      DS  ET         lb

   QT  / GY .  max.  W chrome 0.2”-0.9” 3.9”
3.9”
3.9”
3.9”

3.9”

3.1”
3.1”
3.1”
3.1”

3.1”
3.9” 3.1”
3.9” 3.1”

 0.7
0.7
0.7

0.9
0.9
0.9
0.9

0.2”-0.9”
0.2”-0.9”
0.2”-0.9”

0.2”-0.9”
0.2”-0.9”
0.2”-0.9”

CSD  
  ttam    CSD  
  eulb    CSD  
   neerg    CSD  

   Power supply unit:  Transf.  VA  TRE 

4.3”
1.9”

ET

2.1”
Page 

IP
120V
12V

60 Hz

Page 
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120V
12V

60 Hz

 -pole terminal block for connection of transformer, 
transformer to be ordered separately
 protection class III applies only in combination 
with suitable transformer
color cover ring: white, chrome

�

�

�

recessed luminaire with glass cylinder in sand-blast effect
no-tool mounting into ceiling via bracing springs
easy relamping
 cover ring made from high-grade die-cast, decorative 
interior ring made from glass available in different 
colours or from chrome-plated metal 

ff
ff
ff
ff

 -pole terminal block for connection of transformer, 
transformer to be ordered separately
 protection class III applies only in combination with suitable transformer
 when using cool beam lamps with aluminium coating, 
reduced heat load in the ceiling void is to be expected
color cover ring: white, chrome

ff

ff
ff

ff

 recessed luminaire with decorative ring made from glass 
available in different colours or from chrome-plated metal 
no-tool mounting into ceiling via bracing springs
suitable for cool beam lamps (IRC only useable up to  W)
easy relamping
cover ring made from high-grade die-cast

ff

ff
ff
ff
ff

  

  

Downlight | Newline



clear / clear 

   QR-CBC  / GU .   max.  W NEL  NEL   NEL   

opal / clear 

   QR-CBC  / GU .  max.  W NEL  NEL   NEL   

blue / clear 

   QR-CBC  / GU .  max.  W NEL  NEL  NEL  

green / clear 

 
 

 QR-CBC  / GU .  max.  W NEL  NEL   NEL   

Power supply unit:  Transf.  VA TRE 

clear / clear 

1.2”

3.3” x 3.3”

 LM                                      Wattage            white                chrome                       gold      DS  ET       lb

   QR-CBC  / GU .  max.  W NEL  NEL   NEL   

opal / clear 

0.2”-1.2” 2.5” 2.8” 0.7”

 LM                                      Wattage            white                chrome                       gold      DS  ET       lb

0.2”-1.2” 2.5” 2.8” 0.7”

 LM                                      Wattage            white                chrome                       gold      DS  ET       lb

0.2”-1.2” 2.5” 2.8” 0.7”

 LM                                      Wattage            white                chrome                       gold      DS  ET       lb

0.2”-1.2” 2.5” 2.8” 0.7”

 LM                                      Wattage            white                chrome                       gold      DS  ET       lb

0.2”-1.2” 2.5” 2.8” 0.7”

 LM                                      Wattage            white                chrome                       gold      DS  ET       lb

0.2”-1.2” 2.5” 2.8” 0.7”

 LM                                      Wattage            white                chrome                       gold      DS  ET       lb

0.2”-1.2” 2.5” 2.8” 0.7”

   QR-CBC  / GU .  max.  W NEL  NEL   NEL   

blue / clear 

   QR-CBC  / GU .  max.  W NEL  NEL   NEL   

Power supply unit:  Transf.  VA TRE 

ET

Ø3.9”

1.2”

NEL  | recessed luminaires | QR-CBC

Page 
IP

120V
12V

60 Hz

NEL  | recessed luminaires  | QR-CBC

Page 
IP

-pole terminal block for connection of transformer
transformer to be ordered separately
 protection class III applies only in combination 
with suitable transformer
 when using cool beam lamps with aluminium coating, 
reduced heat load in the ceiling void is to be expected

�
�
�

�

 recessed luminaire with decoarative toughened 
safety glasses available in different colours
no-tool mounting into ceiling via bracing springs
suitable for cool beam lamps (IRC only useable up to  W)
easy relamping
ceiling plate made from metal

�

�
�
�
�

NEL NEL 

Downlight | Newline

120V
12V

60 Hz



LP  | recessed light-point | QT

   LM                     Wattage                         white               chrome         DS  ET     lb

   QT  / G  max.  W  LP  LP   

ET

2.2”

NEL  | recessed luminaires | TC-S

 without glass  LM                      Wattage  white                 chrome              gold               DS  ET      lb

   TC-S / G  /  W 0.2”-1.2” 3.5”

3.5”

3.5”

3.5”

3.7”

3.7”

3.7”

3.7”

0.2”-1.2”

0.2”-1.2”

0.2”-1.2”

0.04”-0.8” 2.0” 1.6” 2.2

1.5

1.5

1.5

1.5 LCG NEL  NEL   NEL   

 clear  LM                      Wattage  white                 chrome               gold              DS  ET      lb

   TC-S / G  /  W   LCG NEL  NEL   NEL   

 opal  LM                       Wattage  white                 chrome               gold              DS  ET      lb

   TC-S / G  /  W   LCG NEL  NEL   NEL   

 blue  LM                      Wattage  white                 chrome               gold              DS  ET       lb

   TC-S / G  /  W   LCG NEL  NEL   NEL   

ET

1.2”

4.5”

Page 
IP

120V
60 Hz IP

NEL LP 

no-tool mounting into ceiling via bracing springs
ceiling plate made from metal
easy relamping

�
�
�

ready for connection to transformer
transformer to be ordered separately
 protection class III applies only in combination 
with suitable transformer

ff
ff
ff

 recessed luminaire with decoarative toughened 
safety glasses available in different colours
LCG integral

-pole terminal block for connection, with strain relief

ff

ff
ff

Downlight | Newline

120V
12V

60 Hz






