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Function, mobility, variety and

quality. The Match spotlight series

offers a wide spectrum for flexible

illumination.

Cardanic light heads, 1 or 2 lamps,

easy change of light source, supe-

rior reflector technique.

Match spotlights are designed for

highest demands.
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MAE  | spotlight  | HIT-TC-CE  | /  W

 LM                               Wattage  Contact track             Ceiling mounting    LVK lb

 HIT-TC-CE / G .   x  W °  MAE .  MAE .   ECG 3.3
3.3

3.3
3.3

   ° PRI MAE .  MAE .   ECG 

 HIT-TC-CE / G .   x  W °  MAE .  MAE .   ECG 
   ° PRI MAE .  MAE .   ECG 

Accessoires [ ] Color filters:
  red   FS /
  orange   FS /
  green   FS /
  blue   FS /
  yellow   FS /

MAE  | spotlight  | HIT-TC-CE  |  x  W

 LM                               Wattage  Contact track              Ceiling mounting     LVK lb

 HIT-TC-CE / G .   x  W °  MAE .  MAE .   x  ECG 5.5
5.5   ° PRI MAE .  MAE .   x  ECG 

Accessoires [ ] Color filters:
  red   FS /
  orange   FS /
  green   FS /
  blue   FS /
  yellow   FS /

7.7”

11.0”
4.7”

7.7”

4.7”
18.0”

IPUV filter

IPUV filter

spotlight suitable for contact tracks or ceiling mounting
specular reflector made from highest-grade aluminium
 PRI reflector technique for glare-free light and maximum 
luminous efficiency
light head moves in all directions via gimbals

�
�
�

�

easy relamping via socket holder with twist-off fastener
 light head and ECG housing made from high-grade  
aluminium, socket holder made from polycarbonate
ECG integral
colour: silver, white

�
�

�
�

spotlight suitable for contact tracks or ceiling mounting
specular reflectors made from highest-grade aluminium
 PRI reflector technique for glare-free light and maximum 
luminous efficiency
light heads move in all directions via gimbals

�
�
�

�

easy relamping via socket holder with twist-off fastener
 light head and ECG housing made from high-grade  
aluminium, socket holder made from polycarbonate
ECG integral
colour: silver, white

�
�

�
�

Spotlights | Match | Metal Halide

120V
60Hz

120V
60Hz
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MAE  | spotlight | HIT-CE | / W

 LM                            Wattage  Contact track                Ceiling mounting          LVK lb

 HIT-CE / G   x  W °  MAE .  MAE .   ECG 
   °  MAE .  MAE .   ECG 
   ° PRI MAE .  MAE .   ECG 
   ° PRI MAE .  MAE .   ECG 

 HIT-CE / G   x  W °  MAE .  MAE .   ECG 

5.7

5.7

5.7

5.7

5.7

5.7

5.7

5.7

   °  MAE .  MAE .   ECG 
   ° PRI MAE .  MAE .   ECG 
   ° PRI MAE .  MAE .   ECG 

Accessoires [ ] Color filters:
  red   FS /
  orange   FS /
  green   FS /
  blue   FS /
  yellow   FS /

MAE  | spotlight  | HIT-CE  |  W

 LM                             Wattage  Contact track                Ceiling mounting             LVK lb

 HIT-CE / G   x  W °  MAE .  MAE .   ECG 6.4
6.4
6.4
6.4

   °  MAE .  MAE .   ECG 
   ° PRI MAE .  MAE .   ECG 
   ° PRI MAE .  MAE .   ECG 
 
Accessoires [ ] Color filters:

  red   FS /
  orange   FS /
  green   FS /
  blue   FS /
  yellow   FS /

7.1”
15.3”

8.3”

7.1”
16.4”

8.3”

spotlight suitable for contact tracks or ceiling mounting
specular reflector made from highest-grade aluminium
 PRI reflector technique for glare-free light and maximum 
luminous efficiency
light head moves in all directions via gimbals
easy relamping  via socket holder with bayonet catch
 light head and ECG housing made from high-grade  
aluminium, socket holder made from polycarbonate
ECG integral
color: silver, white

�
�
�

�
�
�

�
�

IPUV filter

IPUV filter

spotlight suitable for contact tracks or ceiling mounting
specular reflector made from highest-grade aluminium
 PRI reflector technique for glare-free light and maximum 
luminous efficiency
light head moves in all directions via gimbals
easy relamping via removable UV filter
light head and ECG housing made from high-grade aluminium
ECG integral
color: silver, white

fi
fi
fi

fi
fi
fi
fi
fi

Spotlights | Match | Metal Halide

120V
60Hz

120V
60Hz



 LM                          Wattage  Contact track                  LVK lb

 HIT-CE / G   x  W °  MAE .   x  ECG 8.8
8.8
8.8
8.8

8.8
8.8
8.8
8.8

   °  MAE .   x  ECG 
   ° PRI MAE .   x  ECG 
   ° PRI MAE .   x  ECG 

 HIT-CE / G   x  W °  MAE .   x  ECG 
   °  MAE .   x  ECG 
   ° PRI MAE .   x  ECG 
   ° PRI MAE .   x  ECG 

Accessoires [ ] Color filters:
  red   FS /
  orange   FS /
  green   FS /
  blue   FS /
  yellow   FS /

31.4”
7.1”

8.3”
MAE  | spotlight | HIT-CE  |  x /  W

IPUV filter

spotlight suitable for contact tracks
specular reflectors made from highest-grade aluminium
 PRI reflector technique for glare-free light and maximum 
luminous efficiency
light heads move in all directions via gimbals
easy relamping  via socket holder with bayonet catch

�
�
�

�
�

 light heads and housing made from high-grade  
aluminium, socket holder made from polycarbonate
ECG integral
color: silver, white

�

�
�

Spotlights | Match | Metal Halide

120V
60Hz



MEHE  | spotlight  | HIT-CE  | /  W

 LM                           Wattage  Contact track                Ceiling mounting       LVK  lb

 HIT-CE/G   x  W °  MEHE .  MEHE .   ECG 
   ° PRI MEHE .  MEHE .   ECG 
   ° PRI MEHE .  MEHE .   ECG 

 HIT-CE/G   x  W °  MEHE .  MEHE .   ECG 

4.8

4.8

4.8

4.8

4.8

4.8
   ° PRI MEHE .  MEHE .   ECG 
   ° PRI MEHE .  MEHE .   ECG 

13.2”

8.3”

5.9”

MEHE   |  spotlight   |  HIT-CE   |  / /  W

 LM                            Wattage  Contact track                Ceiling mounting       LVK  lb

 HIT-CE/G   x  W °  MEHE .  MEHE .   ECG 
   °  MEHE .  MEHE .   ECG 
   ° PRI MEHE .  MEHE .   ECG 
   ° PRI MEHE .  MEHE .   ECG 

 HIT-CE/G   x  W °  MEHE .  MEHE .   ECG 
   °  MEHE .  MEHE .   ECG 
   ° PRI MEHE .  MEHE .   ECG 
   ° PRI MEHE .  MEHE .   ECG 
 

 HIT-CE/G   x  W °  MEHE .  MEHE .   ECG 

6.2

6.4

6.6

6.2

6.4

6.6

6.2

6.4

6.6

6.2

6.4

6.6

   °  MEHE .  MEHE .   ECG 
   ° PRI   MEHE .  MEHE .   ECG 
   ° PRI MEHE .  MEHE .   ECG 

Accessoires [ ] Color filters:
  red   FS /
  orange   FS /
  green   FS /
  blue   FS /
  yellow   FS /

8.3”

13.3”
7.1”

spotlight suitable for contact tracks or ceiling mounting
specular reflector made from highest-grade aluminium
 PRI reflector technique for glare-free light and maximum  
luminous efficiency
light head moves in all directions via gimbals
easy relamping via removable UV filter
 light head made from high-grade aluminium,  
ECG housing made from metal
ECG integral
color: silver, white

�
�
�

�
�
�

�
�

spotlight suitable for contact tracks or ceiling mounting
specular reflector made from highest-grade aluminium
 PRI reflector technique for glare-free light and maximum  
luminous efficiency
light head moves in all directions via tilting and swivel joint
easy relamping via removable reflector
light head and ECG housing made from high-grade aluminium
ECG integral
color: silver, white

�
�
�

�
�
�
�
�

IP

UV filter

IP

UV filter

Spotlights | Match | Metal Halide

120V
60Hz

120V
60Hz



MA  | spotlight  | HST-CRI  | /  W

 LM                                  Wattage  Contact track           Ceiling mounting       LVK lb

 HST-CRI / PG -   x  W ° PRI MA .  MA .   CCG 
   x  W ° PRI MA .  MA .   CCG 

8.6
8.6

Accessoires Filter for bakery products  FB .  
 Filter for meat and sausage products FF .

MA  | spotlight  | HST-CRI  |  x /  W

 LM                                   Wattage  Contact track                      LVK lb

 HST-CRI / PG -   x  W ° PRI MA .   x  CCG 
   x  W ° PRI MA .   x  CCG 

11.4
11.9

Accessoires  Filter for bakery products  FB .  
 Filter for meat and sausage products FF .

7.1”
16.4”

9.1”

7.1”
31.4”

9.1”

IP

spotlight suitable for contact tracks or ceiling mounting
specular reflector made from highest-grade aluminium
 PRI reflector technique for glare-free light and maximum 
luminous efficiency
light head moves in all directions via gimbals
easy relamping
light head and ECG housing made from aluminium

�
�
�

�
�
�

 power supply unit integral, compensated,  
with ignition stabilising
 special filters for bakery or meat & sausage products  
available as accessories
color: silver, white

�

�

�

IP

spotlight suitable for contact tracks
specular reflectors made from highest-grade aluminium
 PRI reflector technique for glare-free light and maximum 
luminous efficiency
light heads move in all directions via gimbals
easy relamping
light heads and ECG housing made from aluminium

�
�
�

�
�
�

 power supply unit integral, compensated,  
with ignition stabilising
 special filters for bakery or meat & sausage products 
available as accessories
color: silver, white

�

�

�

Spotlights | Match | Sodium Vapour

120V
60Hz

120V
60Hz



   
safety
glass

MA  | spotlight  | QT  |  W

 LM                              Wattage  Contact track         Ceiling mounting     LVK lb

 QT  / GY .   x  W °  MA .  MA .   Transformer 
    ° PRI MA .  MA .   Transformer 

3.1
3.1

Accessoires [ ] Color filters:
  red   FS /
  orange   FS /
  green   FS /
  blue   FS /
  yellow   FS /

MA  | spotlight | QR  |  W

 LM                           Wattage                 Contact track             Ceiling mounting lb

 QR  / G   x max.  W   MA .  MA .  Transformer 2.4

10.0”
4.7”

6.6”

10.8”
5.5”

IP
spotlight suitable for contact tracks or ceiling mounting
specular reflector made from highest-grade aluminium
 PRI reflector technique for glare-free light and maximum 
luminous efficiency
light head moves in all directions via gimbals
easy relamping via socket holder with twist-off fastener
 light head and transformer housing made from high-grade 
aluminium, socket holder made from die-cast
electronic transformer integral
color: silver, white

�
�
�

�
�
�

�
�

spotlight suitable for contact tracks or ceiling mounting
light head moves in all directions via gimbals
easy relamping
 light head and transformer housing made from  
high-grade aluminium
electronic transformer integral
color: silver, white

�
�
�
�

�
�

IP

Spotlights | Match | Low-voltage Halogen

120V
12V

60Hz

120V
12V

60Hz
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PX 

Optimised light control.

The PX  series can 

accomplish a large number 

of illumination tasks. It is a

carefully designed range

encompassing optimal

performance, versatility

and design aesthetic.
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PXE  | spotlight  | HIT-TC-CE  |  W

 LM                                  Wattage  Contact track         Ceiling mounting       LVK lb

 HIT-TC-CE / G .   W °  PXE .  PXE .   ECG 
   ° PRI PXE .  PXE .   ECG 

3.3
3.3

5.6”

14.2”

7.3”

PX  | spotlight  | QT  | max.  W

 LM                                    Wattage  Contact track                  LVK lb

 QT  / GY .  max.  W °  PX .   Transformer 
   ° PRI PX .   Transformer 

15.4
15.4

4.3”

11.0”

4.4”

PXE  | spotlight  | HIT-CE  | /  W

 LM                        Wattage  Contact track       Ceiling mounting          LVK lb

 HIT-CE / G   W °  PXE .  PXE .   ECG 5.5
5.5
5.5

5.5
5.5
5.5

   °  PXE .  PXE .   ECG 
   ° PRI PXE .  PXE .   ECG 

 HIT-CE / G   W °  PXE .  PXE .   ECG 
   °  PXE .  PXE .   ECG 
   ° PRI PXE .  PXE .   ECG 
 

Accessories [ ] Shutter blades: silver, black  ZBK  

6.7”

7.3”

18.5”

IP
spotlight suitable for contact tracks or ceiling mounting
specular reflector made from highest-grade aluminium
 PRI reflector technique for glare-free light and maximum 
luminous efficiency
light head pivotable
easy relamping  via socket holder with bayonet catch
 socket holder made from heat-resistant PPS plastic,  
ECG housing made from polyamide
toughened safety glass clear
ECG integral
color: silver

�
�
�

�
�
�

�
�
�

IP

IP

spotlight suitable for contact tracks or ceiling mounting
specular reflector made from highest-grade aluminium
 PRI reflector technique for glare-free light and maximum 
luminous efficiency
light head pivotable
easy relamping via socket holder with twist-off fastener
 socket holder made from heat-resistant PPS plastic,  
ECG housing made from polyamide
toughened safety glass white partly matted
ECG integral
color: silver

ff
ff
ff

ff
ff
ff

ff
ff
ff

spotlight suitable for contact tracks
specular reflector made from highest-grade aluminium
 PRI reflector technique for glare-free light and maximum 
luminous efficiency
light head pivotable
easy relamping via socket holder with twist-off fastener
 socket holder made from die-cast, ECG housing made  
from polyamide
toughened safety glass white partly matted
electronic transformer integral
colour: silver

ff
ff
ff

ff
ff
ff

ff
ff
ff

safety
glass

safety
glass

Spotlights | PX  | Metal Halide / Low-voltage Halogen

120V
12V

60Hz

120V
60Hz

safety
glass

120V
60Hz
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Slender and powerful, the Leopard

series is available in many variations.

This compact light is presented by

its clear luminaire design. Expressive

ambiance in sophisticated design.

A high standard with various lighting

techniques.

Leopard



LSC | spotlight  | HIT-CE  | /  W

 LM                                Wattage   Contact track       Ceiling mounting   LVK  lb

 HIT-CE / G   W  LSC  LSC   CCG 

   W  LSC  LSC   CCG 

6.6

8.6
 

Accessories [ ] Shutter blades: black, white   ZBK  
 [ ]  Anti-dazzle louvre: white    ZBL  

LSA | spotlight  | HIT-DE-CE  | /  W

 LM                                     Wattage  Contact track     Ceiling mounting    LVK  lb

 HIT-DE-CE / RX s   W  LSA  LSA   CCG 

 HIT-DE-CE / RX s-    W  LSA  LSA   CCG 

8.6

11.7
 

Accessories [ ] Shutter blades: black, white   W  ZBK   W  ZBK  
[ ] Anti-dazzle louvre: white    W  ZBL   W  ZBL     

8.0” 6.5”

7.3”
5.2”

bl

h
5.2”

 W  l=   b=   h=
 W

8.0”
8.0”

6.5”
8.3”

7.3”
7.3”  l=   b=   h=

spotlight suitable for contact tracks or ceiling mounting
 reflector with wide beam angle made from highest-grade 
aluminium with highly polished structure
lamp with single socket 
easy relamping via removable UV filter
housing made from high-grade aluminium
power supply unit integral, compensated and with igniter
color: silver, white

�
�

�
�
�
�
�

IPUV filter

UV filter IP
spotlight suitable for contact tracks or ceiling mounting
 reflector with wide beam angle made from highest-grade 
aluminium with highly polished structure
lamp with double socket
easy relamping via removable UV filter
housing made from high-grade aluminium
power supply unit integral, compensated and with igniter
color: silver, white

�
�

�
�
�
�
�

Spotlights | Leopard | Metal Halide

120V
60Hz

120V
60Hz



LOA | spotlight  | HST-CRI  | /  W

 LM                                 Wattage    Reflector      Contact track Ceiling mounting      LVK lb

 HST-CRI / PG -   W silver LOA  LOA   CCG 
   gold LOA  LOA   CCG 

 HST-CRI / PG -   W silver LOA  LOA   CCG 
    gold LOA  LOA   CCG 

8.4
8.4

8.8
8.8

Accessories [ ] Shutter blades: bl ack, white   ZBK /
 [ ] Anti-dazzle louvre white   ZBL /  
  Safety glass    ZSS /

  Filter for bakery products   FB . .  
  Filter for meat & sausage products FF . .

LSN | spotlight  | QR-CBC  | /  W

 LM                                    Wattage         Contact track lb

 QR-CBC  / GU .   W   LSN  Transformer 

    W   LSN  Transformer 

3.7

4.4
 

Accessories [ ] Shutter blades: bl ack, white   ZBK 

6.1”
3.6”

7.5” 3.5”

5.2”

8.0” 9.3”

186

spotlight suitable for contact tracks
easy relamping
housing made from high-grade aluminium
transformer integral (with thermal protection)
color: silver, white

�
�
�
�
�

IP

IP

spotlight suitable for contact tracks or ceiling mounting
 reflector silver or gold with wide beam angle made from  
highest-grade aluminium with highly polished structure
lamp with single socket 
easy relamping
housing made from high-grade aluminium
 power supply unit integral, compensated and with  
ignition stabilising
 special filters for bakery or meat & sausage products  
available as accessories
color: silver, white

fl
fl

fl
fl
fl
fl

fl

fl

Spotlights | Leopard | Sodium Vapour / Low-voltage Halogen

120V
60Hz

120V
12V

60Hz



LPFE | spotlight  | TC-F |  W

 LM                        Wattage          Contact track     Ceiling mounting       LVK lb

 TC-F / G   W   LPFE  LPFE   ECG 5.7
 

Accessories [ ] Shutter blades: black, white   ZBK /  
[ ] Anti-dazzle louvre: white   ZBL /  

  Safety glass:    ZSS /

LPAE | spotlight  | TC-DEL |  W

 LM                             Wattage    Contact track      Ceiling mounting      LVK lb

 TC-DEL / G q-   W   LPAE  LPAE   ECG 5.1
 

Accessories [ ] Shutter blades: black, white   ZBK /  
 [ ] Anti-dazzle louvre: white   ZBL /  
 Safety glass:    ZSS /

5.2”

8.0” 9.3”

7.3”

5.2”

8.0” 9.3”

7.3”

IP

IP

spotlight suitable for contact tracks or ceiling mounting
 reflector silver with wide beam angle made from highest-grade 
aluminium with matt structure
easy relamping
housing made from high-grade aluminium
ECG integral
color: silver, white

�
�

�
�
�
�

spotlight suitable for contact tracks or ceiling mounting
 reflector with wide beam angle made from highest-grade 
aluminium with highly polished structure
easy relamping
housing made from high-grade aluminium
ECG integral
color: silver, white

�
�

�
�
�
�

Sn
ip

es
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Spotlights | Leopard | Compact Fluorescent

120V
60Hz

120V
60Hz



Slimline

Diverse shapes and sizes with rotation  

symmetrical or wide beam angle reflectors are 

available in the Slimline series. Slimline  

luminaires are classical luminaires which are 

used best where the subject light is dominant.



SLT | spotlight  | HIT-CE  | / /  W

 LM Wattage  Contact track       Ceiling mounting   LVK lb

 HIT-CE / G   W °   SLT  SLT   CCG 6.8
6.8
6.8
6.8

   °   SLT  SLT   CCG 
   °  PRI  SLT  SLT   CCG 
   °  PRI  SLT  SLT   CCG 

 HIT-CE / G   W °   SLT  SLT   CCG 7.3
7.3
7.3
7.3

   °   SLT  SLT   CCG 
   °  PRI  SLT  SLT   CCG 
   °  PRI  SLT  SLT   CCG 

 HIT-CE / G   W °   SLT  SLT   CCG 9.5
9.5
9.5
9.5

   °   SLT  SLT   CCG 
   °  PRI  SLT  SLT   CCG 
   °  PRI  SLT  SLT   CCG 

 
Accessories Color filters: (only for max.  W, white beam angle °/ °)

 red   ZBF 
 green   ZBF 
 yellow   ZBF 
 blue   ZBF 

 [ ] Honeycomb louvre: black  ZBW 
 [ ] Shutter blades: silver, white  ZBK 

9.1”

9.1”

10.8”

10.8”

SLTE | spotlight  | HIT-CE  | / /  W

 LM                           Wattage  Contact track     Ceiling mounting     LVK lb

 HIT-CE / G   W °   SLTE  SLTE   ECG 5.1
5.1
5.1
5.1

5.1
5.1
5.1
5.1

5.5
5.5
5.5
5.5

   °   SLTE  SLTE   ECG 
   °  PRI  SLTE  SLTE   ECG 
   °  PRI  SLTE  SLTE   ECG 

 HIT-CE / G   W °   SLTE  SLTE   ECG 
   °   SLTE  SLTE   ECG 
   °  PRI  SLTE  SLTE   ECG 
   °  PRI  SLTE  SLTE   ECG 

 HIT-CE / G   W °   SLTE  SLTE   ECG 
   °   SLTE  SLTE   ECG 
   °  PRI  SLTE  SLTE   ECG 

°  PRI  SLTE  SLTE   ECG 

Accessories Color filters: (only for max.  W and white beam angle °/ °)

 red   ZBF 
 green   ZBF 
 yellow   ZBF 
 blue   ZBF 

 [ ] Honeycomb louvre: black  ZBW 
 [ ] Shutter blades: silver, white  ZBK 

6.3”

6.3”

5.9”

5.9”

IP

IP

spotlight suitable for contact tracks or ceiling mounting
specular reflector made from highest-grade aluminium
 PRI reflector technique for glare-free light 
and maximum luminous efficiency
easy relamping via removable front ring
housing made from high-grade aluminium
 power supply unit integral, compensated  
and with igniter
color: silver, white

�
�
�

�
�
�

�

spotlight suitable for contact tracks or ceiling mounting
specular reflector made from highest-grade aluminium
 PRI reflector technique for glare-free light 
and maximum luminous efficiency
easy relamping via removable front ring
housing made from high-grade aluminium
ECG integral
colour: silver, white

�
�
�

�
�
�
�

UV filter

UV filter

Spotlight | Slimline | Metal Halide

120V
60Hz

120V
60Hz



SLT | spotlight | HST-CRI | /  W

 LM                                    Wattage  Contact track       Ceiling mounting     LVK lb

 HST-CRI / PG -   W °   SLT  SLT   CCG 
    °   SLT  SLT   CCG 

 HST-CRI / PG -   W °   SLT  SLT   CCG 

7.5

7.7

7.5

7.7    °   SLT  SLT   CCG 

 
Accessories  [ ] Honeycomb louvre: black  ZBW 
 [ ] Shutter blades: black, white  ZBK  
  Filter for bakery products  FB .  
  Filter for meat & sausage products FF .  

6.3”
9.1”

5.9”10.8”

spotlight suitable for contact tracks or ceiling mounting
specular reflector made from highest-grade aluminium
easy relamping via removable front ring
housing made from high-grade aluminium
 power supply unit integral, compensated and with 
ignition stabilising
 special filters for bakery or meat & sausage products 
available as accessories
color: silver, white

�
�
�
�
�

�

�

IPUV filter

Spotlight | Slimline | Sodium Vapour

120V
60Hz
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SLA | spotlight  | HIT-DE-CE  | /  W

 LM                                           Wattage Contact track     Ceiling mounting      LVK lb

 HIT-DE-CE / RX s  W  SLA  SLA   CCG 

 HIT-DE-CE / RX s-   W  SLA  SLA   CCG 

6.6

9.9
 

Accessories [ ] Shutter blades: black, white   W  ZBK   W  ZBK    
 [ ] Anti-dazzle louvre: white   W  ZBL   W  ZBL 

SLA | spotlight  | HST-CRI  | /  W

 LM                                     Wattage   Contact track      Ceiling mounting           LVK lb

 HST-CRI / PG -   W SLA  SLA   CCG 
   W SLA  SLA   CCG 

7.5
7.5

 
Accessories [ ] Shutter blades: black, white  ZBK  
 [ ] Anti-dazzle louvre: white  ZBL  
  Filter for bakery products   FB . .  

  Filter for meat & sausage products FF . .

9.3”

3.6”

8.2”

7.1”

8.1” 6.7’

76
6.7”

 W

9.3”

3.6”

8.2”

7.1”

 W

IPUV filter
spotlight suitable for contact tracks or ceiling mounting
 reflector with wide beam angle made from highest-  
grade aluminium with highly polished structure
lamp with double socket 
easy relamping via removable UV filter
housing made from high-grade aluminium
 power supply unit integral, compensated and  
with igniter
colour: silver, white

�
�

�
�
�
�

�

IP
spotlight suitable for contact tracks or ceiling mounting
 reflector with wide beam angle made from highest-grade 
aluminium with highly polished structure
lamp with single socket 
easy relamping
housing made from high-grade aluminium
 power supply unit integral, compensated and with  
ignition stabilising
 special filters for bakery or meat & sausage products  
available as accessories
colour: silver, white

�
�

�
�
�
�

�

�

Spotlight | Slimline | Metal Halide / Sodium Vapour

120V
60Hz

120V
60Hz



Eurohit EH  | spotlight  | HIT-DE-CE  | /  W

 LM                                      Wattage Contact track      Ceiling mounting    LVK lb

 HIT-DE-CE / RX s  W  EH  EH   CCG 

 HIT-DE-CE / RX s-   W  EH  EH   CCG 

7.3

9.2
 

Accessories [ ] Shutter blades: black, white  ZBK 

6.5”8.1”

3.1”
6.9”

Eurohit EH  | spotlight  | HST-CRI  | /  W

 LM                                Wattage   Contact track    Ceiling mounting      LVK lb

 HST-CRI / PG -  W EH  EH   CCG 
 W EH  EH   CCG 

7.5
7.7

Accessories [ ] Shutter blades: black, white  ZBK 

7.3”

6.9”

3.1”

8.1”

IPUV filter

IP

spotlight suitable for contact tracks or ceiling mounting
 reflector with wide beam angle made from highest-grade 
aluminium with highly polished structure
 lamp with double socket 
 easy relamping via removable UV filter
 housing made from metal
 power supply unit integral, compensated and  
with igniter
color: silver, white

�
�

�
�
�
�

�

·  spotlight suitable for contact tracks or ceiling mounting
·  reflector with wide beam angle made from highest-grade 

aluminium with highly polished structure
· lamp with single socket 
·  easy relamping
·  housing made from metal
·  power supply unit integral, compensated and with  

ignition stabilising
color: silver, white�

Spotlight | Slimline | Metal Halide / Sodium Vapour

120V
60Hz

120V
60Hz



SLN | spotlight  | QR-CBC  | /  W

 LM                                          Wattage         Contact track        Ceiling mounting lb

 QR-CBC 3.3

2.4

4.0
 / GU .   W SLN  SLN  Transformer 

   W SLN  SLN  Transformer 
 

Accessories [ ] Shutter blades: black, white ZBK  

SLF | spotlight  | TC-F | /  W

 LM                            Wattage                  Contact track        Ceiling mounting     LVK lb

 TC-F / G   W   SLF  SLF   LCG 
  W   SLF  SLF   LCG 

4.8
5.1

 
Accessories [ ] Shutter blades: black, white  W  ZBK   W  ZBK  
 [ ] Anti-dazzle louvre: white   W  ZBL   W  ZBL  

SLH | spotlight  | QT-DE /  |  W

 LM                                      Wattage         Contact track        Ceiling mounting     LVK          lb

 QT-DE /  / R s  W   SLH  SLH   
  Conctact gap: 5.0”

Accessories [ ] Shutter blades: black, white ZBK  
 [ ] Anti-dazzle louvre: white  ZBL  

2.3”
h

bl

 W
 W

  l=
  l=

  b=
  b=

  h=
  h=

5.0”
5.0”

3.1”
3.1”

5.9”
7.5”

4.0”
4.0”

9.5”
11.6”

 W  l=   b=   h= 7.3”
 W  l=   b=   h= 7.3”

h

bl

5.1”

3.0”
5.3”

6.7”3.9”

IP
spotlight suitable for contact tracks or ceiling mounting
suitable for cool beam lamps
easy relamping
housing made from high-grade aluminium
transformer integral (with thermal protection)
color: silver, white

�
�
�
�
�
�

IP

IP

· spotlight suitable for contact tracks or ceiling mounting
·  reflector with wide beam angle made from highest-grade 

aluminium with matt structure
· easy relamping
· housing made from high-grade aluminium
· LCG integral, compensated and with starter
· color: silver, white

UV filter
spotlight suitable for contact tracks or ceiling mounting
 reflector with wide beam angle made from higest-
grade aluminium with highly polished structure
lamp with double socket 
easy relamping via removable UV filter
housing made from high-grade aluminium
colour: silver, white

�
�

�
�
�
�

Also available as wallarm luminaire. See page 

Spotlight | Slimline | Low-voltage Halogen / Mains Halogen / Compact Fluorescent

120V
60Hz

120V
12V

60Hz

120V
60Hz



SLP  | spotlight  | QPAR  |  W

 LM                            Wattage                   Contact track       Ceiling mounting        lb

 QPAR  / E  max.  W  1.3

 1.3

   SLP  SLP  

SLP  | spotlight  | QPAR  |  W

 LM                              Wattage               Contact track       Ceiling mounting         lb

 QPAR  / E   W   SLP  SLP  

4.9”7.0”

6.5”

2.4”

2.4”

5.7”

3.8”5.5”

spotlight suitable for contact tracks or ceiling mounting
suitable for parabolic lamps
easy relamping
housing made from high-grade aluminium
color: silver, white

�
�
�
�
�

IP

IP
spotlight suitable for contact tracks or ceiling mounting
suitable for parabolic lamps
easy relamping
housing made from high-grade aluminium
colour: silver, white

�
�
�
�
�

A
lfa
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Spotlight | Slimline | Mains Halogen

120V
60Hz

120V
60Hz



FLA | spotlight  | QT-DE /  |  W

 LM                                      Wattage        Contact track        lb

 QT-DE 2.4/  / R s  W FLA  
 Contact gap: 4.5”

4.5”

FLA | spotlight  | QT-DE /  |  W  | indoor & outdoor

 LM                                 Wattage                Order No.             lb

 QT-DE 2.0/  / R s  W FLA  
 Contact gap: 

IP /IP

6.8”

5.0”

6.8”

7.3”

9.1”

spotlight suitable for contact tracks
suitable for indoors (IP ) only
 asymmetrical reflector made from highest-grade 
aluminium with highly polished structure
light head pivots through °
lamp with double socket 
easy relamping via removable safety glass
luminaire made from die-cast and polycarbonate
color: silver, white

�
�
�

�
�
�
�
�

safety
glass

safety
glassfloodlight for wall mounting

suitable for indoors or outdoors (IP /IP )
 asymmetrical reflector made from highest-grade 
aluminium with highly polished structure
light head pivots through °
lamp with double socket 
easy relamping via removable safety glass
 luminaire unit made from die-cast, connection box 
and wall bracket housing made from polycarbonate

-pole terminal block
color: silver, white

�
�
�

�
�
�
�

�
�

IP

Also available as wallarm luminaire. See page 

Also available as wallarm luminaire. See page 

ideal for tradeshows & exhibitions

ideal for exhibitions

Spotlight | Slimline / for homogenous illumination | Mains Halogen

120V
60Hz

120V
60Hz
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Powerful theatrical style. Volume 

for the lighting show. Flash with 

the visual attribute of a stage spot. 

A synonym for show, performance, 

fashion.

Flash
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FLS  | spotlight  | HIT-CE / QT

 LM                          Wattage  Contact track       Ceiling mounting   LVK lb

 HIT-CE / G   W   °  FLS .  FLS .   CCG 8.4
8.4

11.4
11.4

6.6
6.6

      ° PRI FLS .  FLS .   CCG 

 HIT-CE / G   W  °  FLS .  FLS .   CCG 
      ° PRI FLS .  FLS .   CCG 

 QT  / GY .  max.  W °  FLS .  FLS .   Transformer 
      ° PRI FLS .  FLS .   Transformer 

Accessoires [ ] Color carousel  (bracket color in silver or black): ZFF  
     Colored foil  red: ZFF 
     Colored foil  green: ZFF 
     Colored foil  yellow: ZFF 
     Colored foil  blue: ZFF 

 [ ] Shutter blades:               black ZBK  

FLS  | spotlight  | HIT-CE / QT

 LM Wattage  Contact track     Ceiling mounting   LVK lb

 HIT-CE / G   W  ° FLS .  FLS .   CCG 6.6
6.6

3.5
3.5

      ° PRI FLS .  FLS .   CCG 

 QT  / GY .  max.  W °  FLS .  FLS .   Transformer 
      ° PRI FLS .  FLS .   Transformer 

Accessories [ ]  Color filters:
  red    FS /
  orange    FS /
  green    FS /
  blue    FS /
  yellow    FS /
 

7.9”

8.3”

9.5”

IPUV filter

UV filter

spotlight suitable for contact tracks or ceiling mounting
specular reflector made from highest-grade aluminium
 PRI reflector technique for glare-free light and maximum  
luminous efficiency
easy relamping via removable UV filter
housing made from high-grade aluminium
power supply unit integral, compensated and with igniter
color: silver, black

�
�
�

�
�
�
�

spotlight suitable for contact tracks or ceiling mounting
specular reflector made from highest-grade aluminium
 PRI reflector technique for glare-free light and maximum  
luminous efficiency
easy relamping via removable UV filter
housing made from metal
power supply unit integral, compensated and with igniter
colour: silver, black

�
�
�

�
�
�
�

6.3”

8.0”

11.4”

IP

Spotlights | Flash | Metal Halide / Low-voltage Halogen

120V
60Hz

120V
60Hz
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Euroadapter
-circuit universal adapter suit-

able for Erco, Staff, Hoffmeister,

Nokia, iGuzzini, Eutrac

colour: black, white

Mechanical
fastening on
contact tracks

colour: black, white

Tube / Rod Fastening
nickel-plated

Clipo-Fastenings 
ideal for display-walls 
at exhibitions

for tubes with Ø =  0.3”

color: alu matt, white

Fastening for wooden
panel ceilings

fastening for spotlights on wooden

panel ceilings

color: silver, black, white

with thread nipple M   LA   M
with thread nipple M   LA   M

  L 

Pendant Suspension
indicate exact length

max.  mm

color: black, white

for spotlights with fastening via adapter  

L 

(with additional physical fastening

for Eutrac -circuit contact tracks)

Ø 0.7” - 1.4” L 
Ø 0.2” - 2.1” L 

fastening range  0.7” - 1.0” L .
fastening range  0.1” - 1.4” L .

L a = 0.7”, b= 3.3”

a = 0.9”, b= 5.9” L /

-Circuit recessed
Monopoint
Ø = 

cut-out = 4.4”

recess depth = 2.8”

color: black, white

  LAB 

Power-socket  
adapter  

for -circuit contact track

colour: black, white

  EU 

-Circuit surface-
mounted Monopoint
Ø = 4.9”

4.9”

height = 2.4”

color: black, white

 LAB  A

Fastenings for surface-mounted spotlights

b

a

Ceiling rose

color: black, white

a = 3.1”, 0.8” L 

a

b

Spotlights | Fastenings



Track-Flut

Clear, concise and compact.

Track-Flut luminaires are well suited for installation on track

systems or wall and ceiling installation. The choice of high

quality and visually interesting diffusers place the luminaires

in the centre of attraction. The housing is made from polycar-

bonate.



TRF  | TC-L |  W  | without diffuser  

TRF  | TC-L |  W  | with diffuser A-shape  

 LM                      Wattage    Contact track Direct mounting      LVK  lb        Diffuser

 TC-L / G   x  W TRF . / TRF . /   ECG 4.0”
4.0”

4.0”
4.0”

4.0”
4.0”

perforated
    TRF . /  TRF . /   ECG not perforated

TRF  | TC-L |  W  | with diffuser J-shape

 LM                  Wattage     Contact track Direct mounting    LVK lb       Diffuser

TC-L / G   x  W  TRF . /  TRF . /   ECG perforated
     TRF . /  TRF . /   ECG not perforated

TRF  | TC-L |  W  | with diffuser L-shape

 LM                     Wattage      Contact track Direct mounting    LVK  lb       Diffuser
 

 TC-L / G   x  W   TRF . /  TRF . /   ECG perforated
    TRF . /  TRF . /   ECG not perforated

 LM                    Wattage      Contact track             Direct mounting     LVK  lb

 TC-L / G  x  W   TRF .   TRF .   ECG  2.9
 
Accessories / Options:      perforated not perforated
      A-shape: ZB /  ZB /
      J-shape: ZB /   ZB /
      L-shape: ZB /   ZB /

23.6”

3.7”

1.6”

3.0”

45°

2.2”  

2.2”

2.0”

45°

2.8”

2.2”

IP

IP

IP

IP

 luminaire suitable for contact tracks or direct  
ceiling or wall mounting
easy relamping
housing made from UV- and heat-resistant polycarbonate
ECG integral
ceiling & wall luminaire ready for connection

�

�
�
�
�

 luminaire suitable for contact tracks or direct  
ceiling or wall mounting
easy relamping
housing made from UV- and heat-resistant polycarbonate
aluminium diffuser available with or without perforation
ECG integral
ceiling & wall luminaire ready for connection

�

�
�
�
�
�

 luminaire suitable for contact tracks or direct  
ceiling or wall mounting
easy relamping
housing made from UV- and heat-resistant polycarbonate
aluminium diffuser available with or without perforation
ECG integral
ceiling & wall luminaire ready for connection

�

�
�
�
�
�

 luminaire suitable for contact tracks or direct  
ceiling or wall mounting
easy relamping
housing made from UV- and heat-resistant polycarbonate
aluminium diffuser available with or without perforation
ECG integral
ceiling & wall luminaire ready for connection

�

�
�
�
�
�

Spotlights | Track-Flut | Compact Fluorescent

120V
60Hz

120V
60Hz

120V
60Hz

120V
60Hz



TRF  | Track-Flut  | T

3.1”

2.2”

3.6”

L

 LM                   Wattage             Contact track            Length L           LVK  

 T  / G   x  W  TRF .   ECG
   x  W  TRF .   ECG
   x  W  TRF .   ECG

34.6”
46.4”
51.2”

IP

luminaire suitable for contact tracks
 reflector made from high-grade aluminium  
with highly-polished effect
 easy relamping 
housing made from high-grade aluminium
ECG integral

�
�

�
�
�
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color: silver, white�

Spotlights | Track-Flut  | Fluorescent

120V
60Hz



TRF  | Track-Flut  | T

TRF  | Track-Flut  | TC-L

L
2.4”

10.6”

L

3.4”

 LM                    Wattage      Contact track        Length L        LVK  lb 

 T  / G   x  W  TRF .  34.47”  ECG 7.9
7.9   x  W  TRF .  34.7”  ECG 

   x  W  TRF .  46.5”  ECG

IP

luminaire suitable for contact tracks
 highly polished specular reflector with mega wide 
beam angle made from highest-grade aluminium
easy relamping via removable cover
clear acrylic, inside ribbed
housing made from high-grade aluminium

�
�

�
�
�

ECG integral�

IP

luminaire suitable for contact tracks
 highly polished specular reflector with wide beam 
angle made from highest-grade aluminium
 easy relamping via removable acrylic cover with 
snap-in technique
clear acrylic with prismatic structure on the inside 

fi
fi

fi

fi

housing made from high-grade aluminium profile
ECG or LCG integral
LCG compensated, with starter
highly polished louvre available as accessories

fi
fi
fi
fi

 LM                    Wattage Contact track Length L LVK lb 

 TC-L / G   x  W  TRF .  39.4”  LCG .
   x  W  TRF .  47.2”  ECG .
 

Accessories  Louvre for TRF .  R 
 Louvre for TRF .  R 

Spotlights | Track-Flut  | Compact Fluorescent / Fluorescent

120V
60Hz

120V
60Hz



TouchDown luminaires transport light from

bottom to top. They are versatile in use.

Either with  lamp or  lamps, with or without

colour filter, the luminaires are ready-to-plug

in and can be easily installed anywhere. Ideally

suited for mobile illumination.

TouchDown
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TD | spotlights  | -lamp

 LM                                 Wattage  Order No.              LVK    lb

 HIT-TC-CE / G .   x  W °  TD   ECG   5.3

4.2

5.1

 UV filter

 QR  / G   x max.  W   TD   Transformers 

 QT  / GY .   x max.  W °  TD   Transformers 
 Safety glass 

Accessories  Color filters (only for QT  / HIT-TC-CE): red FS /    blue FS /
      orange FS /    yellow FS /
      green FS /

 Mains cable (  mm)  x  mm2
 with Schuko plug and Wieland coupler:
 black, white       AL  

 Connection cable (  mm /  x  mm2 )
 with Wieland plug and socket: black, white  AL 

TD | spotlights  | -lamp
21.7” 8.3”

4.3” 6.5”

7.7”

4.3” 6.5”

8.3” IP

IP

 housing made from high-grade aluminium with rubber 
pads, gimbals made from die-cast
ECG or electronic transformers integral
luminaire ready to plug-in and through wired
additionally Wieland plug included
 mains and connection cables available as accessories

�

�
�
�
�

spotlight for mobile illumination
 specular reflectors made from highest-grade 
aluminium
light heads move in all directions via gimbals
easy relamping

fl
fl

fl
fl

 LM                                 Wattage  Order No.           LVK  lb

 HIT-TC-CE / G .   x  W °  TD   x  ECG 7.7

11.4

12.3

 UV filter

 QR  / G   x max.  W   TD  Transformers 

 QT  / GY .   x max.  W °  TD   x  Transformers 
 Safety glasses 

Accessories Color filters (only for QT  / HIT-TC-CE): red FS /    blue FS /
      orange FS /    yellow FS /
      green FS /

 Mains cable (  mm)  x  mm2
 with Schuko plug and Wieland coupler:
 black, white       AL  

 Connection cable (  mm /  x  mm2)
 with Wieland plug and socket: black, white  AL 

UV filter

  
safety
glass

UV filter

   

Spotlights | TouchDown | Metal Halide / Low-voltage Halogen

120V
12V

60Hz

120V
12V

60Hzsafety
glass






