




 LM Wattage Luminous flux  Light color  Order No.

 |    DS5.3” 4.9” 0.04”-1.0”

 LED    warm-white   
     neutral-white   

 LED    warm-white   
     neutral-white   

Versorgungseinheit  Konverter     
Power supply unit  Converter

|
 

rotatable & pivotable

·   

· light colour warm-white or neutral-white
·  PRI PLUS specular reflector
· luminaire made from high-grade die-cast
· passive heat sink
· power supply unit to be ordered separately
· color: silver, white

PRI PLUS

small beam angle
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 LM Wattage Luminous flux              Light color  Order No.

 |    DS 0.04”-1.0”4.9”5.3”

 LED max.    warm-white   
     neutral-white   

 
 Power supply unit  Converter

| lm
 

rotatable & pivotable

·   

·  high-power LED spots in warm-white or neutral-white 

 

with lense optics
· luminaire made from high-grade die-cast
· passive heat sink
· power supply unit to be ordered separately
· color: silver, white

breitstrahlend wide beam angle
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 LM Wattage Luminous flux                Light color  Order No.

 |    DS 0.04”-1.0”6.4” 6.0”

 LED    warm-white   
     neutral-white   

 LED    warm-white   
     neutral-white   

 
    Power supply unit  Converter
    

PRI PLUS
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|
 rotatable & pivotable

·   

· light colour warm-white or neutral-white
·  PRI PLUS specular reflector
· luminaire made from high-grade die-cast, passive heat sink
· power supply unit to be ordered separately
· color: silver, white
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Luminaire without light source   Order No.

 |    DS 0.04”-1.0”6.4” 6.0”

      

    light source  Wattage  Light color   Order No.

  max.   warm-white   
    neutral-white   

    warm-white   
    neutral-white   

    warm-white   
    neutral-white   
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·   

· light colour warm-white or neutral-white
· luminaire made from high-grade die-cast
· order lamp separately
· color: silver, white
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|
Edel + Stahl | PRI PLUS

· LED downlight
· with light colour warm-white or neutral-white or RGB
· basic luminaire without flange, flange to be orderd separately
· flange with bayonet catch
·  PRI PLUS specular reflector
· passive heat sink
· if necessary order power supply unit separately

 LM Wattage Luminous flux          Light color  Order No.

 |  DS

 LED    warm-white   
     neutral-white   

 LED    warm-white   
     neutral-white   

   
  Power supply unit  Converter  

  

 |  DS

 LED    warm-white   
     neutral-white   

 |  ET DS

0.4”-0.9”4.9”

4.9”

4.9”5.7”

5.7”

5.7”

0.4”-0.8”

0.4”-1.6”

 LED    warm-white   

Converter integrated, trailing edge dimmable, LED-Modul replaceable 

PRI PLUS
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|

· LED downlight
· with light color warm-white
· basic luminaire without flange, flange to be orderd separately
· flange with bayonet catch
· converter integrated, dimmable

Select design of flange

Flange without glass

stainless steel  white  gold  silver  chrome alu anodised
     

  

stainless steel  white  gold  silver  chrome alu anodised
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 LM Wattage Luminous flux                    Light color  Order No.

   | DS 0.2”-0.9”7.8” 6.9”

 LED   warm-white   
    neutral-white   

 LED   warm-white   
    neutral-white   

 LED    

    Power supply unit
 

Converter
   

      
     Booster/Splitter   
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|
Downlights

·  LED downlight
· with light color warm-white/neutral-white or with RGB
·  basic luminaire without flange, flange to be  

orderd separately
· flange with bayonet catch
·  PRI PLUS specular reflector
· passive heat sink
· power supply unit to be ordered separately
· if necessary, order for RGB luminaire Booster/Splitter separately

RGB

PRI PLUS

Select design of flange

Flange with deco glass opal

stainless steel  white  gold  silver  chrome alu anodised
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 LM Wattage Luminous flux                   Light color  Order No.

   | DS 0.2”-0.9”6.9”7.6”

 LED   warm-white   
    neutral-white   

 LED   warm-white   
    neutral-white   

 LED    

  Power supply unit  Converter 
      
  

     Booster/Splitter   

|
Downlights

· LED downlight
· with light color warm-white/neutral-white or with RGB
· basic luminaire without flange, flange to be orderd separately
· flange with bayonet catch
·  PRI PLUS specular reflector
· passive heat sink
· power supply unit to be ordered separately
· if necessary, order for RGB luminaire Booster/Splitter separately

PRI PLUS

Select design of flange

Flange without glass

stainless steel  white  gold  silver  chrome alu anodised
     

  

stainless steel  white  gold  silver  chrome alu anodised
     

RGB
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 LM Wattage Luminous flux                Light  color  Order No.

   | DS 0.2”-1.6”8.1”9.1”

 LED   warm-white   
    neutral-white   

 LED   warm-white   
    neutral-white   

  
  Power supply unit  Converter 

  

|
Downlights

· LED downlight
· with light colour warm-white/neutral-white
· basic luminaire without flange, flange to be orderd separately
· flange with bayonet catch
·  PRI PLUS specular reflector
· passive heat sink
· power supply unit to be ordered separately
· if necessary, order for RGB luminaire Booster/Splitter separately

PRI PLUS

Select design of flange

Flange without glass

 
stainless steel  white  gold  silver  chrome alu anodised

     

      

stainless steel  white  gold  silver  chrome alu anodised
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 LM Wattage Luminous flux                    Light color  Order No.

   |    ET DS

 LED   warm-white   
    neutral-white   

  Power supply unit Converter

·  LED wall and ceiling luminaire also suitable as  

· light color warm-white or neutral-white
· prismatic glass, flush with front cover
· passive heat sink
· power supply unit to be ordered separately
· color: silver, white, chrome, stainless steel

| |

Re
ce

ss
ed

 L
um

in
ai

re
s

6.5”

6.5”

6.5” x 6.5” 5.9” x 5.9” 4.7” 0.04”-1.0”
120V
60 Hz



 LM Wattage Luminous flux                   Light color  Order No.

   |    ET DS6.5” x 6.5” 5.9” x 5.9” 4.7” 0.04”-1.0”

 LED   warm-white   
    neutral-white   

   Power supply unit Converter

·  LED wall and ceiling luminaire also suitable as  

· light colour warm-white or neutral-white
· asymmetrical light outlet
· prismatic glass
· passive heat sink
· power supply unit to be ordered separately
· color: silver, white, chrome, stainless steel

| |
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  Frames      Order No.

  |  ET DS

 

  |  ET DS

 

  |  ET DS16” x 6.1” 16.3” x 6.1” 6.1” 0.5” - 1.0”

0.5” - 1.0”

0.5” - 1.0”

6.1”

6.1”

11.2” x 6.1”

6.1” x 6.1”

11.1” x 6.1”

6.1” x 6.1”

      

    light source  Wattage  Light color   Order No.

  max.   warm-white   
    neutral-white   

   warm-white   
  

 

 neutral-white   

  

 

 warm-white   
  

 

 neutral-white   

|
LED Trimless

·   
for recess flush with ceiling in plasterboard

· light heads rotable and pivotable
· light colour warm-white or neutral-white
· easy mounting of the recessed frame with drywall screws 
·  recessed frame made from luminium with plaster edge
· ceiling thickness adjustable
· order lamp separately
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· trimless recessed luminaire LED
· for recess flush with ceiling in plasterboard
· light colour warm-white or neutral-white
·  PRI PLUS specular reflector
·  easy mounting of the recessed sleeve with drywall screws, 

with height-adjustment mechanism 
·  recessed sleeve with plaster edge finished for painting made 

from polycarbonate
· passive heat sink
· if necessary, order power supply unit separately

|
LED Trimless

 LM Wattage Luminous flux  Light color  Order No.

   |    DS3.9” 4.6” 0.5” - 0.8”

 LED     warm-white   
     neutral-white   

 LED     warm-white   
     neutral-white   

     
Power supply unit  Converter

 LED    -  warm-white   
    -  neutral-white   

PRI PLUS
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 LM Wattage Luminous flux                    Light color  Order No.

 LED     warm-white   
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· LED surface-mounted downlight for general lighting
· light color warm-white
·  housing made from high-grade aluminium,  

upper section white structured, black structured /  
lower section chrome

· converter integral

|
Surface-mounted Downlights
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Hymer Museum , Bad Waldsee

Planung:  Bauart Liebel | Kiess Planungs GmbH, Bad Waldsee

Generalunternehmer:  i + RB Schertler-Alge-Bühler GmbH, Lauterach

Installation + E-Planung:  i-TEC Industrieelektrik GmbH, Lauterach / ib-Brugger, Thüringen

Extraordinary projects require 

extraordinary lighting designs.

Challenge us !

Individually designed luminaires are our 

profession. Our flexibility and capability 

guarantee the realization of customers’ 

requirements.





Technical Data are subject to change. 
Errors and omissions excepted.

Color deviations are subject  
to printing
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LM

Wattage

Luminous flux

Light color

Order No.

DS

ET

light source

wattage

luminous flux

light color

order number

ceiling thickness

recessed depth

diameter / inner diameter / luminaire square 

diameter / inner diameter / luminaire round

RGB light source available

color temperature (Kelvin)

beam angle

cut-out in inches

adapter for contact track

PRI / PRI PLUS technology

digital adressable lighting interface 






